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TYRE CHANGERS LINE - LIWHOMOHTAXHbIE CTEHbI
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SEMI ALTO SUPER RALING
B u Our models cover a wide range of usage,

from small tyres for scooters, motorcycles
and gardening machines, up to up to huge
aftermarket wheels and tyres, available only
in some international markets, and as big as
34”.

TRADITION AND INNOVATION

Since almost 40 years GIULIANO brand means quality, reliability, performance
and innovation in tyre service equipment market. Born in Correggio, the

in the equipment market, offering a complete range of products and solutions
for tyre service professionals. Our R&D Department and Engineering Team are
always very carefull about tyre and automobile market evolutions. Moreover,
successful cooperations with valued customers and OEM partners, car and tyre
manufacturers and international regulation authorities has enabled us to develop
a real state-of-the-art range of products, always updated and with engineering
innovations to always keep a top level in quality and performance. GIULIANO
INDUSTRIAL, heir of traditional GIULIANO brand, introduces now its own new
range of tyre changers, to cope with all needs of the real tyre specialists. From
motorcycle dedicated models to those for passenger cars and LCVs, for UHP,
Run Flat and Sport car tyres, all our tyre changers are equipped with the most
advanced technological innovations, most of which are GIULIANO patented, in
order to provide the best to the tyre specialist, as far as performance, quality
and reliability.

TPAOVMLIUK U UHHOBALIUU
Moutn 40 net 6pena GIULIANO sensietcs
CUMHOHMMOM  KayecTBsa, HagexXHocTH,
nepenoBbIX hyHKLMOHaNbHbIX
BO3MOXHOCTE W WHHOBALUWA Ha pbIHKE
aBTOCEPBUCHOTO obopyaosaHus.
Komnanma GIULIANO 6bina ocHoBaHa
B 1976 rogy B Wranum B ropoge Cor-
reggio - “poauHe”  LUMHOMOHTaXHbIX
CTEHAOB, HeMnpepbIBHO pasBMBanacb Ha
| pblHKE aBTOCEPBUCHOTO 06OpPYyAOBaHUS,
npepnarasi  npodeccuoHanam  oTpacnu
LIMPOKMIA  BbIbOp  obopydoBaHus 1
TexHonornyeckmx pelueHni. Haw otaen
ncenepgoBaHnn  mo paspabotok  (R&D),
KOMaHga TeXHUYEeCKUX Cneumanuctos wu
MHXeHepoB, Bcerga yaensoT 6Gonblioe
BHUMaHue TeHAeHUMAM pasBnTns
aBTOMOOMIBHOMO pblHKA W HOBLUECTBaM
npounssoauTenen LLVH. YcnewHoe
COTPYAHWYECTBO C BaXHbIMW KMMEHTaMu
n OEM-naptHepamu, nponssogmTensamm n
opraHamy no cepTudukaumm no3BONUIM
Ham paspaboraTtb no-HacrosiLemy
COBpeMeHHoe 0bopyfnoBaHue, MpUMeHss
TexHonornyeckve WHHOBaLWK ans
[OCTUXKEHUS BbICLLETO Ka4eCcTBa W BbICOKOM
npoussoautenbHocTn. GIULIANO INDU-
" STRIAL, HacnegHuk Tpaguuuin 6peHpa
4 GIULIANO, npegcraenser cerogHs
HOBbIN MOAEMNbHBIN PAA, LUIMHOMOHTAXHOIO
| obopynoBaHus, KOTOpbIV crnocobeH
yOOBNETBOPUTL BCE TpebosaHuA
cneunanncToB No LWMHOMOHTAXY.
Bce HawwM LUMHOMOHTaXHbIE CTEHAbI,
6yab TO Mogenw, npeaHasHayeHHble
ONs Kornec MOTOLMKNOB, AN NerkoBblX
aBTOMOOMNENn W nerkux KOMMEepYecKux
TpaHCnopTHbIX cpeacTts, Ana UHP wunu
Run Flat wwuH, a Takke konec crnopTMBHbIX
aBTOMOOMNen, co3gaHbl C MPUMEHeHUeM
nocnegHnx TEeXHOMOrMYeckUX UHHOBALWA,

MHOrMe u3 KOTOpPbIX 3anaTeHTOBaHbI,
ana obecneveHus MaKcuMarnbHowm
npon3BOANTENbHOCTH, KayecTBa n

HaOeXXHOCTU.

Hawwu mMopenn oxsaTbiBalOT LUMPOKWIA CMEKTP MPUMEHEHUS, MOryT
UCMOMb30BaThCs KaK Ansi HEGOIbLUMX LUMH MOTOPOSINEPOB, MOTOLIMKITOB
1 CafoBOV TEXHUKM, Tak M ANsi OrPOMHbIX Konec “aftermarket”, focTynHbIx
“Homeland of Tyre Changer”, in 1976, the company has been developing so far TOINbKO Ha HEKOTOPbIX MEXAYHAaPOAHbIX PbIHKaX, pasMepom Ao 34",

They’re electric, air operated or
hydraulic, and equipped with wheel
clamping systems by sliding jaws or
by clamping chuck, cones and ring
nuts. Clamping chuck/turntable rotation
can be one speed, two speeds or by
motoinverter system (variable speed).

LLINHOMOHTaXHbIE
AneKkTpuveckue,
nHeBMaTuveckme

CTeHObl nverT
rmgpasnnyeckme unm
npueoAbl, CUCTEMbI
KpenneHua Koneca nocpeacTtsom
3aXMMOB  NOBOPOTHOro  ctona mnnu
3aXXUMHOro yCTpOﬁCTBa C KOHyCamMmu

1 BbICTPO3aXXMMHOW raikoin. BpalueHvne cuctem KpenneHusi koreca
MOXET MPOVCXOAUTb C OOHOW CKOPOCTbO, ABYMSsi CKOPOCTSIMU WMK C
nepeMeHHON CKOPOCTbIO (MHBEPTOPHAs TEXHOMOIUS).

Most advanced models are
controlled by joysticks or
control consolle, granting fast
and accurate movements,
without any effort for the
operator and any risk of
damaging the wheel and tyre.

HanGonee nepefoBble
MOZENMN OCHALLEHbI
PKOMCTUKAMU UM KOHCOIbHO
ynpaeneHus, Kotopble
NO3BOSMSAOT BbINOMHATL
TOYHbIE U aKKypaTHble
OBWXeHus1 6e3 ycunuii n 6e3
puycka NOBPEXAeHUs LUMHbI.



Most of our models are also equipped with additional
auxiliary helper systems, to enhance tyre changer’s
performance and provide a valuable support in
mounting/demounting most difficult tyre applications
in the market, such as Run Flat, UHP and low profiled

tyres.
BonbLlwnHcTBO HaLmx LLIMHOMOHTaXHbIX CTeHOoB OCHalLLeHbI
[OOMONHUTENbHLIMW  BCNOMOraTenbHbIMW  YCTPOWUCTBaMK,  KOTopble

NOBBILLAKT MPOM3BOANTENBHOCTE WM OKa3blBalOT MOMOLLb MpPU MOHTaxe/
OeMOHTaxe Hanbornee CroXHbIX TUMOB LUMH U3 CYLLECTBYHOLLUMX Ha pbiHKE
npoaax, Takmx kak Run-Flat, UHP n cBepxHM3KonpouibHbIX.

The wide range of our tyre
changers includes  models
equipped  with tyre bead
breaking by traditional arm and
blade, or by bead breaker disks.
These last ones can be both
hydraulic or air operated.

LUnpokuii MomenbHbIi pPsif HalMX LUMHOMOHTAXHbBIX CTEHOOB BKIHOYaeT
B cebsl MoZenu, KOTopble OCHalleHbl YCTPOWCTBOM OTXXMMa GopTa LUMHbI C
TPaAULMOHHON 1onaTkol UM CUCTEMOWM OTXXMMa GopTa LUWMHbI Ha OCHOBE
OTXXMMHBIX AUCKOB. B nocrnegHem cryyae oTxum GopTa LUNHBI MOXET ObITb
KaK MHeBMaTU4YeCcKM, Tak U rmapaBnM4yeckum.

In recent years our company’s research and product innovation has designed
operation systems and devices which, applied to our tyre changer models,
have proved to be extremely high quality and useful for tyre specialists.

B TeyeHue nocnegHux net yyactue Halleh KOMMNaHuW B UCCregoBaHUsAX
n paapa60TKe WHHOBALMOHHOIO 060py,ElOBaHVIﬂ npmeeno K cosgaHuio
yCTpOI7ICTB n cucrtem, npuMeHeHme KOTopbIX Ha HaWWUX LWNWHOMOHTaXHbIX
CTeHAax Ype3Bbl4anHO NOBbLICUMINO 3KcnnyaTtaunoHHble Ka4yeCTBa U NpUHecCno
3Ha4YUTENbHYO NONb3y cneynanucTtam no LUMHOMOHTaXYy.

PO SYSTEM is a patented GIULIANO
mechanical system to keep bead
breaker blade always connected to
its related air cylinder, so that the
cylinder itself moves the blade in
both directions, through a power-in/
power-out mechanism. In this way, the problem of
bead breaker blade getting stuck into the rim while
breaking the bead can be successfully avoided.

PO SYSTEM - a10 3anateHTOBaHHasi MexaHu4eckas
cuctema GIULIANO, KoTopas nossongaer
YCTPOWCTBY OTXXMMa 6opTa WinHbI BbITh BCerga CoOeauHEHHbIM C LIUITMHAPOM
ABOMHOrO AEWCTBUS TakuM 0b6pa3oM, YTO UMNMHAP MPYUBOAUT B ABWXEHMWE
nonaTtky yCTpoWCTBa OTXXuma 6opta B 060Mx HanpaBneHusx (BXo4/BbiXod) ¢
NOMOLLIbI0 MexaHu3ma power-in / power-out. lNpyn 3ToM nonaTtka ycTponcTea
omxnma bopTa He 3acTpeBaeT Mexay ANCKOM U LLUMHOW.

TURNTABLE WITH
ADJUSTABLE JAWS,
enlarges clamping range up
to max. 4”. Fit on some of
our models with turntable
clamping system, moves the
starting position of each jaw
slide up to 2” extra, always keeping the
same compact design of jaw and slide
block (GIULIANO patent). This definitely
reduces durability problems on jaws and
slides.

MOBOPOTHbLIV CTOM C PEMYNUPYEMBIMU 3AXMMAMMW nossonset
YBENUYUTBL AnanasoH 3axvma Ha 4”. YCTaHOBMEH Ha HEeKOTOpble MOAENU
C TPaAMLMOHHON CUCTEMOWN KpernneHus Koreca. YBenuuvBaeT Auanas3oH
3aXUMa, NyTEM M3MEHEHNS HA4aNbHOTO NMOMOXEHUST 3AKMMHbBIX KynaykoB B
AvanasoHe 2”, COXpaHAs HEM3MEHHbIMW MPOYHOCTb U YCTONYMBOCTb BCETO
y3na. HagexHocTb 1 apheKTMBHOCTb rapaHTUpoBaHbi!

SMART BLADE SYSTEM memorises both starting and
finishing position of bead breaker blade, so that total bead
breaker movement can be pre-set. This means total bead
breaker movement can be set and kept for a whole set of 4
tyres, while operator won’t have to use hands to help bead
breaker, working in a quicker and safer way. Bead breaker
movement will be changed at any new set of tyres, based on their features
(standard shovel stroke, factory set: 120 mm., WDK approved).

SMART BLADE SYSTEM nosBonsieT 3agaTb Kak HavanbHOe, Tak U
KOHEYHOe MOMOXEeHWe nonatkM YCTponcTBa OTXMMa 6GopTa  LWWHbI,
TakuMm o06pa3om, xof YCTpOMCTBa OTXMMa OopTa LWWMHbI MOXET ObiTb
npeaBapuTenbHO HACTPOeH. XoA W ABWKeHWe fonatkn MoryT ObiTb
COXpaHeHb! 4nsi BCEro KoMmnnekTa u3 4-x LWuH, Takum obpasom, onepartopy
bonbliue HeT HeobxOAMMOCTM MCMOMb30BaTb PYKWU, MOMOrasi OBWKEHWIO
nonaTtku ycTporcTea omkuma 6opta wuHbl. Mpu 3TOM BbINONHEHUEe pabot
npoucxoaut 6GbicTpee un GesonacHee. Xop ycTponcTsa oTxuma GopTa
MOXeT ObITb M3MEHeH npu paboTe C KawabiM HOBbIM KOMMMEKTOM LUMH,
B 3aBMCMMOCTM OT XapaKTepUCTUK W LUMPWHbI LIMH (CTaHOAAPTHBLIN XOA,
npegBapuTENbHO HACTPOEHHbIM npou3BoguTtenem: 120 MM, yTBepxaeH
WDK).

POWER X is
GIULIANO  patented
4 cylinders clamping
turntable !!! Developed
by our engineers, this
is the only clamping
system to grant double
clamping power on jaws, and an
almost  endless durability and
reliability of your turntable !! Thanks
to the rack-sliding system, slide movement is always straight, eliminating all
inconvenience related to jaw/slide plays. Special material slides also grant
a lifelong durability, with no wear.

A

POWER X - 3anateHToBaHHbIn GIULIANO nOBOPOTHBIN CTOM C YeTbipbMS
uunuHgpamum!!! PaspabotaHHas HalWMMm MHXEeHepaMu, - 3TO eaUHCTBEHHas
cuctema B Mupe, MO3BOMSOLWAs NPOM3BOAMTL KpenneHue koneca cC
[OBOMHBLIM YCUMMEM MO CPaBHEHWIO C OObIYHBIM MOBOPOTHLIM CTOSOM.
HapgexXHOoCTb 1 BoNroBe4HOCTb NoBopoTHoro ctoria POWER X npakTtnyecku
GeckoHeyHbl !! PasgBmkHasa cuctema c 3ybGuyaTtoin perikort obecneymBaet
BCerga NUHEHoe ABWXXEHME CKOMb3SLLEN YacTU MexaHu3ma, ycTpaHsieT
BCE HeoCTaTKU, CBA3aHHbIE C Ha4eXXHOCTLIO 3a)KMMOB NMOBOPOTHOIO CTONa,
a cneumanbHbI MaTepuan rapaHTUpyeT HaAeXHOCTb 1 JONTOBEYHOCTL 6e3
n3Hoca.
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SMART LOCK is the fastest manual wheel clamping system
on spindle chuck in the world !!! Thanks to the “expanding nut”
(GIULIANO exclusive patent), you just need a 90° movement
of the knob after dropping the shaft into the center hole, to
have a complete, safe and reliable wheel clamping on your
spindle chuck, with no need of tricky hooking. Complete wheel
clamping operation needs just 2 seconds !!!

SMART LOCK - ato camas 6bicTpasi B MMpe cuctema KpenseHus koneca
Ha 3axumMHOM dnaHue. Bbnarogaps “cneunanbHON  GbICTPO3aXUMHOWN
ranke” (akckmo3meHbli nateHT GIULIANO) Bam poctatoyHo BCTaBUTb
LWITUGT B LEHTPaArIbHOE OTBEPCTUE M NMOBEPHYTb py4Ky Ha 90° Ans ToYHOro,
6e30nacHOr0 1 HafeXHOro KpenneHusi Koneca Ha 3aXMMHOM draHue
6e3 HeobXooUMOCTM BLIMOSIHEHWS 3aMbICOBaThIX onepauui. [lonHas
onepauus No KpenreHuio Koreca 3aHMMaeT BCero nuiub 2 cekyHabl !
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QX is a leverless mount/demount device, suitable for
conventional, UHP and Run Flat tyres. Exclusive GIULIANO
Patent, it works in the same exact way of your traditional tyre
bar, but without operator’s manual force. Activated by an air
operated cylinder, and controlled by a simple switch, allows
the finger tool to be inserted step by step into the wheel
drop center, to ease demounting operations. With the same
procedure, it can control bead lifting operation, to avoid damaging tyre
bead. Tool head is protected by nylon-kevlar inserts, easily replaceable, to
avoid damages on alloy wheels. When combined with bead breaker disk
or Help arm roller, it provides additional bead pressing power to mount top
bead of most difficult low profiled and stiff sidewall tyres. Its most innovative
feature, though, is the chance to install it in a fast and easy way on all
different types of conventional tyre changers, even as a retro-fit kit. You can
basically upgrade your conventional tyre changer to a “leverless” model, in
just a few minutes !!!

MoHTaxHo-AemMoHTaxHoe ycTponctBo QX nogxoauT Ans  OObIYHbIX,
HuskonpodunbHbix U Run Flat wuH. MNo3BonsieT npous3soauTb paboTbl
6e3 NpUMeHEeHNs1 MOHTaXXHOW NonaTku. YCTPOMCTBO MMEET IKCKIO3UBHbIN
nateHT GIULIANO, ocHaLLeHO MOHTaXHbIM NanbLeM, OBMKEHWNE KOTOPOro
MOEHTUYHO [ABWXEHUI0 OObIYHOW MOHTaXKHOW FoMnaTKM, WUCMONb3yemon
onepaTopom Bpy4Hylo. YcTtponctBo QX npuBogutcsa B AelcTBue
NMHEBMOLMIMHAPOM W YNPaBRSIETCS C MOMOLLIbIO NPOCTOr0 NepeKItovaTensi.
[Ins obneryeHusi AEMOHTaXa LUMHbI, C LieNbio KOHTPOMS U perynupoBaHust
KaXxgoro AecTBUs, NPENYCMOTPEH Kak MOCTENEHHbIN BBOA MHCTPYMEHTa
MeXay AMCKOM U LUMHOW, Tak U MocTeneHHoe u3BrneveHue 6opra LnHbI
M3 aucka BO u3bexaHne ee noBpexaeHun. [OnoBka MHCTpyMeHTa
MMeeT MpOTEeKTOpbl M3 HeWnoHa W KeBnapa, KoTopble MomorarT
n3bexarb KOHTaKTa AENUKaTHON MOBEPXHOCTU AUCKA C MeTanMyeckumm
YacTaAMU UMHCTpyMeHTa. [lpoTekTopbl MOryT ObiTb Nerko 3amMeHeHbl
npu HeobxogmmocTn. Ecnn ycTponcTBO mMcnonb3yeTcss B COYeTaHuu C
OTXXMMHBIM AUCKOM mnu ponukomM Help, MoHTaxHbI nanew yctponctea QX
0Ka3blBaET AOMOSHUTENBHOE AaBleHNe Ha GOKOBUHY LUMHBI MPY MOHTaXe
BepxHero 6opta. lMoanvHHOW MHHOBaUMEN W TMaBHOM OCOGEHHOCTLIO
yctponctea QX saBNseTCd BO3MOXHOCTb €ro  ObiICTpoW W nerkon
YCTaHOBKMN Ha NGO LUIMHOMOHTaXHbIVA CTEHA, B TOM YKCre Ha OObIYHbIN
LUMHOMOHTaXHbIN CTEHA C Uenbio ero moaepHusaumu. Takum obpasom,
Bbl MmoxeTe ycoBeplueHcTBOBaTh Ball TpagWLMOHHBIA LUIMHOMOHTaXHbIV
cTeHa oo mogenu “Leverless” (6e3 ncnonb3oBaHWs MOHTaXHOW foNaTkm),
noTpaTuB BCEro HECKONbKO MUHYT Baluero BpemeHu!

SPIDERFROG
SPIDERFROG & R.U.S.C.

0,65

If you care about your tyre servicing job, the efficiency of your equipment
and their top performance in mounting and demounting every kind of tyre,
you’d be interested in knowing how robust, stiff and rigid your tyre changer
is, and how much it can resist to stress when you work with it.
SPIDERFROG is a patented measuring device, specially designed by
GIULIANO INDUSTRIAL in order to check and measure bending and
torsion of tire changers’ main parts under the stress which is typical of tire
mount/demount operation.

Such a stress is determined by a combination of forces which are normally
activated during tire rotation, when the tire changer’s operating arm is
engaged and working with tire and rim, to mount and/or demount the tire
bead over the rim.

Through the SPIDERFROG device we have found an interesting way to
measure these forces, combine them in a calculated “Combination Force”,
and find a “Resistance Under Stress Coefficient” (= R.U.S.C.), which gives
some ideas of how robust a tire changer can be, in terms of strength and
power against all different kinds of stress involved in fitting/removing tires.
Scan the QR code here below, for more details on SPIDERFROG
procedures and test results, and remember: Rigidity of your tyre changer
is a basic feature you have to require in your machine, if you want to be a
real professional.

Among the many features and options offered in our market nowadays, this
is still the basic one to make the difference between a good mount/demount
operation and a bad one !!!

MpodeccroHanam, 3auHTEepPEeCOBaHHbLIM B MaKCcUMarbHoW
Npon3BoAMTENBHOCTU 1 3dbdeKTUBHOCTM cBoero obopyaoBaHus, Oyaet
MHTEPECHO Y3HaTb HacKOMNbKO B AEWCTBUTENMBHOCTU UX LUMHOMOHTaXHbIN
CTeHA NpPOYeH W YCTOWYMB K BHELHWM BO3[ENCTBUSM, KOTOPbIM OH
nogsepraetcs npu akcnnyarauun. SPIDERFROG - aTo 3anateHToBaHHOe
YCTPONCTBO  U3MepeHusi, paspaboTaHHoe komnaHuen  GIULIANO
INDUSTRIAL. YcTponcTBO MO3BOMSIET NPOBEPUTb CTENEHb HaMpsPKeHUs
N Harpysku OCHOBHBIX MEXaHWU4YEeCKUX KOMMOHEHTOB LUIMHOMOHTaXHOro
cTeHAa B NpoLecce MOHTaxa U AieMoHTaxa LWnH. C noMoLLblo yCTPOMCTBa
SPIDERFROG Mbl HalfnM WHTEPECHbIN CrMocob M3MEepeHust 3TUx cur,
obbeanHuB nx Mexpy cobowi B “coveTaHme cwun’. Mbl onpegenuvnu
“koadbpuumeHT conpoTtmBneHus Bosgencteuo”’ (= R.U.S.C.), kotopbin
[aeT npefcTaBrneHMe O TOM, HACKOMbKO HadexXHbIM sBnsetcd Baw
LUMHOMOHTaXHBIA CTEHA C TOYKM 3PEHUS MPOYHOCTM U MOLLHOCTM Mpu
pasnuyYHbIX BO3AEVCTBUSIX (HAMpPsPKEHUAX) BO BPEMSI MOHTaXa/AeMOoHTaxa
WuH. CkaHnpyinTe HUxXepacnonoxeHHblt QR-koa, 4Tobbl NOMYy4nTL AOCTYN
K nHcpopmaumm o6 yctporictee SPIDERFROG, npouegypax u pesynsratax
TECTUPOBaHWSA, MNOMNYyYeHHbIX B Xode ero npumeHexusi. Heobxogumo
NMOMHWTb, YTO YCTOMYMBOCTbL / XKECTKOCTb - 9TO OCHOBHAs XapaKTepuctuka
Baluero LWMHOMOHTaXHOro cTeHAa, Ha KoTopyl Heobxoaumo obpatuTb
ocoboe BHUMMaHWe, ecnum Bbl Mo-HacToseMy 3avMHTEpecoBaHbl B
npodeccroHansHoM pesyrnsrate Bauel paboTel. Cpean MHOFOYUCHEHHbIX
XapaKTepUCTUK, (YHKUMA W BO3MOXHOCTEN, npeanaraeMbiX CEerofHs
Ha PpblHKE MPOAAX LUMHOMOHTaXHOro o6opyaoBaHWUs, YCTOMYMBOCTL /
XKEeCTKOCTb - 3Ta Haubonee BaxHas xapaKTepucTuka, onpegensiolias
pasHuLy MexXay XOPOLUMM MOHTaXKOM / AEMOHTaXoM

QR code



QUADRALOCK - kKOMOBMHMPOBaHHKIN MeXaHW3M BrOKMPOBKM MOHTaXKHOW KOHCOMM U MOHTaXKHOFO LUTOKA, AOCTYNeH
Ha HekoTopbIxX TpaamumoHHbix Mogensx GIULIANO. Bnarogapsi KOMOUHUPOBaHHOMY AENCTBUIO ABYX LIMUNMHOPOB U
OBYX NNacTUH GNOKMPOBKN, MeEXaHN3M obecnedrBaeT 6roKMPOBKY MOHTaXXHOW KOHCOMM BO BCEX HAMPAaBIIEHUSIX, YTO
npefoTBpallaeT U3rmé MOHTaXKHOW KOHCOMWU M MOHTaXHOIO LUTOKA U YBEMUYMBAET XECTKOCTb U YCTOWYMBOCTb BCEN
BEPXHel YacTu LUIMHOMOHTAaXXHOTO CTEeHAa B YCIOBUSIX NMOBBILLEHHON Harpy3ku, KOTOpble SBMSIOTCS PeLlaoLLymMm npu

onepauusx ¢ UHP n Run-Flat wuHamu.

TRUCK & HEAVY DUTY TYRE CHANGERS -

QUADRALOCK is a combined locking mechanism for horizontal squared arm and vertical operating
arm, available on some of our conventional tyre changer models. Thanks to the combined action of two
cylinders and two locking plates, it grants a 4-ways movement of squared horizontal arm to cancel all
flexes of squared arm and operating arm, and to increase rigidity and resistance under stress of the
whole upper part of the tyre changer, which is basic in operations with UHP and Run Flat tyres.

LUWWHOMOHTAXHBIE CTEHAbI ANA TPY30BbIX ABTOMOBUIIEN N TAXENLIX TPAHCMOPTHbLIX CPEACTB

GIULIANO INDUSTRIAL offers a complete

range of truck and heavy duty tyre changers,

suitable for all different types of tyres for

heavy vehicles. From heavy commercial road

transportation trucks, to agriculture machines

and tractors, to earthmovers and skidders;
from tubeless tyres to tube type, with or without retaining ring, to tyre
applications with huge rim offset; our range covers all requirements and
needs of the truck and heavy duty tyre changer specialist.

GIULIANO INDUSTRIAL npegnaraer LUMPOKWI acCOPTUMEHTHbIA psg
LUMHOMOHTaXHBIX CTEHAOB [ANA [Py30BbIX aBTOMOOUNEW, TAXenblX
KOMMEpPYECKUX TPAHCTMOPTHBIX CPEACTB, CENIbCKOXO3SANCTBEHHbIX MALLUVH 1
3eMJ1IepOHO-TPaHCMOPTHBIX MaLWH. OT modenew, npeAHasHa4YeHHbIX ANs
Konec rpy3oBbIX TPAHCMOPTHBIX CPEACTB, CENIbCKOXO35NCTBEHHbIX MaLUVH
N TPaKTOpOB, A0 3eMIIePOMHO-TPAHCMOPTHLIX MaLUMH U TPeneBOYHbIX
TPaKTOPOB; OT LUMHOMOHTaXXHbIX CTEH0B, MPEAYCMOTPEHHbIX TOMbLKO ANA
B6eckamepHbIX LWUWMH 4O MOAENeN, aKcnyaTauus KOTopbliX pekoMeHayeTcst
ANs MOHTaXa/AeMOHTaXa KaMepHbIX LUWH, KONeC C Pa3pe3HbiM KOMbLIOM,
a TaKkke Konec ¢ 6oMbLUMM CMELLEeHNeM AUCKa,- Hall acCOPTUMEHTHbIV
pPSA WWHOMOHTaXHbBIX CTEHAOB AN TSXKENbIX rpPy30BbIX TPaAHCMOPTHbLIX
cpeacTs crnocobeH ynoBneTBopuTb Mobble TpeboBaHWSA cneunanucToB
MO LUMHOMOHTAXY.

Always electro-hydraulic, our models are equipped
with hydraulic pump units, solenoid valve blocks and
electric power packs always strictly MADE IN ITALY.
Also equipped with safety stop circuit breakers and
emergency devices, for working in total safety, and
controlled by joysticks or micro-switch panels.

Most of our models are equipped with 2 speed
clamping chuck rotation. Moreover, some models
can be operated through Wireless Remote Control
System (Optional, upon request).

Hawmn  WWMHOMOHTaXHble  CTeHAbl  OCHALLEHBbI
3MeKTPO-r1mapaBnM4yeckuM NpvBoAoM, 06opyaoBaHbl
3MeKTpornapaBIMyeckumMm HacoCHbIMMU
arperatamu,  9NEeKTPOMAarHUTHbIMKA  KnanaHamu
N 3NeKTPUYeCKUMM  LuUTamu,  WU3roTOBMIEHHLIMU
B Wranumu. LUMHOMOHTaXHble CTeHabl Takke
OCHalleHbl YCTPOWCTBaMW aBapUMHOW OCTaHOBKM,
obecneunBalowyMm  NonHyt0 BGesonacHocTb  npu
pabote, ynpaBneHWe OCYLUECTBASETCA C MOMOLLbLIO
[PKONCTUKOB UMM CTOEK YMpaBneHWs C MUKpPO-
nepeknoyaTensamm. BonbLmnHCTBO mMopenen
OCHalLeHbl  32XWMHbIM  YCTPOWCTBOM C ABYMS
CKOPOCTAMM BpaLLeHns. YnpaBneHne HeKoTopbiMu
MOAENAMM  LUMHOMOHTAXHbIX  CTEHAOB  MOXET
BbINOSHATLCA C MOMOLLbI0 6ECnpPOBOAHON CUCTEMBI
OVMCTaHUMOHHOIO  yrpaBneHus (moctaensieTcs Mo
[ONOMHUTENbHOMY 3aKasy).

Our  different models are
designed for road transportation
vehicle service (fleets, bus and
truck), installed in tyre shop or
mobile in dedicated service van,
with a rim clamping range from
minimum 13” to maximum 27”; or designed for heavy duty vehicle tyre
service (agriculture machines, earthmovers, skidders), always installed in
tyre shop, with a rim clamping range from minimum 14” to maximum 56"
(up to 46” as standard, from 47” to 56” with clamping extensions, available
upon request).

Mount/demount procedure can be by hydraulic double tool, disk/finger, on
both tube and tubeless tyres, or by dedicated tubeless tyres roller.

Cpeam HalmnX LWWMHOMOHTaXHbIX CTEHA0B €CTb MOAENW, NpeAHasHavYeHHble
ANA  3aMeHbl LWH TPy30BbIX TPaHCMOPTHBIX CPeacTB (aBTobycoB
N TPY30BMKOB) B LUMHOMOHTaXHOW MAacTEepCKOW, a TakKe MOAenu,
npegHasHayeHHble Ans  MOOMMbHOrO  cepBuca, MPUrogHble  Ans
yCTaHOBKM B pyproHbl (gmametp obopa obcnyxmBaembix konec ot 137
po 277). Takke B HallemM acCcOpTVMEHTE MMEKTCA LUMHOMOHTaXHbIE
CTeHApbl, MpefHa3HayeHHble crneumanbHO AnA  06crnyXuBaHUS Komnec
TSDKENbIX PY30BbIX TPAHCMOPTHbIX CPEACTB (CEeNbCKOXO3SINCTBEHHOW U
CTPOUTENbLHOW TEXHUKK). WX akcnnyaTtaums npeaycMoTpeHa TOMbKo B
cneunannanmpoBaHHbIX MacTepckux, AunameTrp obopa obcnyxvBaembix
konec ot 14" go 56" (ot 14” po 46” - kpenneHue cTaHgapTt, ot 47" go
56" - ¢ yanuHUTENAMMK, KOTOpble NMOCTaBASATCA MO AOMNOMHUTENBHOMY
3akasy). MoHTaX U OEeMOHTaX LUMH MOXET BbIMOMHATLCA C MOMOLLbIO
rMAPaBIMYECKOro MHCTPYMEHTa ABOMHOIO AeWCTBUSA, OCHALLEHHOTO ANCKOM
N MOHTaXHbIM NanbLeM, KOTOpbIi MOoAXOAWUT Kak Ans 6eckamepHbIX,
Tak U ANa KamepHbIX LWH, MO0 C MNOMOLLbLIO CreumansHOro ponvka,
npeaHasHa4YeHHOro TONbKO Ans 6eckamepHbIX LUWH.

Clamping is performed by hydraulic clamping
chuck with new designed jaws, 9 clamping
positions and a reduced risk of rim slipping
on jaw; or performed by faceplate, cones and
ring nut, same as in balancers.

BriokvpoBka  Konmeca  ocyllecTBrsieTcs
NOCPEOCTBOM MAPABMUYECKOTO 3aKMMHOTO YCTPOWCTBA, OCHALLEHHOTO
32kMMaM1 HOBOW KOHLUENuuu ¢ 9 Toukamu Omnopbl, WHHOBALMOHHOM
KOHCTPYKLMEN, MO3BOMAOLIEN CBECTU K MUHUMYMY MpOCKanb3blBaHue
AVcka, Unv NocpeacTBOM hriaHLa 1 KOHYCOB, KaK y GanaHCpoBOYHbIX
CTEH[0B.




SEMI-AUTOMATIC SWING ARM TYRE CHANGER FOR
MOTORCYCLES, SCOOTERS & ATV TYRES

NONYABTOMATUYECKUU LLUHOMOHTAXHbIN
CTEHA C OTKIIOHAEMOW B CTOPOHY MOHTAXHOW
KOHCOIJ1bIO AJ1A KOJIEC MOTOLIMKINOB, CKYTEPOB U
MOTOBE3AEXOOOB

5 7116 Bike




STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside

"o
[lnanasoH 3axvmMa cHapyxw g

Max. tyre diameter

MaKcuMarbHbIi JuaMeTp Koreca 1010 mm (397)

Max. tyre width

MakcvmanbHas WwrpuHa koneca 2D ) 22
Bead breaker cylinder force at 10 Bar
Ycunve OTXUMHOro LunuHapa 30800 N

(npv aaenexHun 10 Gap)

Operating pressure

Pabouee gaBneHve 10 Bar (145 Psi)

400V - 3ph
220V - 1ph

Power supply
HanpsipkeHue nutaHns

Motor power

MowHocTb anekTpoaBuratens 0,55 kW (3ph)

Rotation speed

CKOpOCTb BpalleHust 7 rpm

Pre-set tyre inflating pressure
MpepycTaHoBNEHHOE AaBneHne Hakayvkm
LLUNH

3,5 Bar (50 Psi)

Net weight
Macca HeTTO

175 kg

DIMENSIONS - PASMEPbI

1710

STANDARD ACCESSORIES — CTAHOAPTHBIE KOMMEKTYIOLME

(C-

99 (w
2 -

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Robust vertical tower, swinging horizontal arm with @ 36 mm
operating arm

durKcUpoBaHHas MOHTaXHas CTOVMKa, OTKIMOHsiEMasi B CTOPOHY
MOHTaXHasi KOHCOMb C MOHTaXHbIM LUTOKOM @ 36 MM

Bead breaker double effect Cylinder @ 200 mm
YCTponcTBO 0TXXMMa 6opTa Ha OCHOBE LMNUHAPA ABOWHOIO AENACTBUS
2 200 mm

Reinforced Chassy
YcuneHHast KOHCTPYKLMS

Tabletop thickness 12 mm, specially designed for motorcycle wheels
[MoBOPOTHBIV CTON TOMLUMHON 12 MM, CrieumanbHO CNPOEKTUPOBaH Ans
Kornec MOTOLIMKIOB

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoska npegHa3Ha4yeHa Kak Ans cTaHgapTHbIX, Tak v Ans
HU3KONPOMUIBbHBIX LUMH

Tyre inflation by pedal (optional)
YCTPOWCTBO ANS HaKauMBaHWS LWWH, yNpaBrnsemMoe nejansio (4oCTynHO
B KayecTse onummn)

Suitable for Press Arm (optional)
BcnomorarenbHoe nHeBMaTu4eckoe ycTponcTeo Press Arm (goCcTynHO
B Ka4yecTBe onuum)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO ANs B3PbIBHOW Hakavky 6eckamepHbIX WUH (4OCTYMHO B
KayecTse onuum)




SEMI-AUTOMATIC SWING ARM TYRE CHANGER

NONYABTOMATUYECKUU LULUHOMOHTAXHbIW CTEHA C
OTKNOHAEMOW B CTOPOHY MOHTAXHOW KOHCOINbIO

517116
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STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside

[nanasoH 3axuma CHapyxwu

Rim clamping from inside
[lmana3soH 3axumMa U3HyTpu

Max. tyre diameter

MakcumanbHbIn AnameTp koneca

Max. tyre width

MakcvmanbHas WwrpuHa koneca

Bead breaker cylinder force at 10 Bar
Ycunve OTKUMHOro LunuHapa

(npv aaenexHun 10 Gap)

Operating pressure
Paboyee nasneHve

Power supply
HanpsipkeHne nutaHuns

Motor power

MowHocTb anekTpoasuratens

Rotation speed
CkopocCTb BpaLleHUst

Pre-set tyre inflating pressure
MpenycTaHoBNeHHOE AaBneHne Hakayku

LLUVH

Net weight
Macca HeTTO

10"- 22" *
127 - 24" *
1100 mm (43")
330 mm (13”)

30800 N

10 Bar (145 Psi)

400V - 3ph
220V - 1ph

0,55 kW (3ph)

7 rpm

3,5 Bar (50 Psi)

190 kg

* Adjustable jaws can be pre-set in 3 different holes on slides, to start clamping range from
10”, 11”7 or 12”. Tabletop cylinder stroke = 10”.

* Perynupyemble 3aXWMHbIe Kynaykiu MOryT GbiTb yCTaHOBNEHbI B 3 Pa3fNYHbIX MONOXEHUS
107, 11” unu 12", Ana uaMeHeHus: AmanasoHa 3axumMa. Xoa uunuHapa 3axKMMHOro

ycTpoiictea =10".

DIMENSIONS - PASMEPbI

(=]
[1s]
T~
-

For low-mid volume shops, garages and repair shops.

[ns aBTOMacTepPCKUX C HeGONbLINM U cpeaHUM 06 bLEMOM paboT.

FUNCTIONS - TEXHUYECKOE ONNCAHUE

Robust vertical tower, swinging horizontal arm with @ 41 mm
operating arm

DUKCUPOBaAHHAA MOHTaXHas CTOWMKa, OTKIIOHSeMas B CTOPOHY
MOHTa)KHasi KOHCOMMb C MOHTaXHbIM LUTOKOM @ 41 MM

Bead breaker double effect Cylinder @ 200 mm
YcTponcTBo oTxunMa 6opTa Ha OCHOBE LUMMUHAPA OBOVHOIO AENCTBUS
2 200 mm

Reinforced Chassy
YcuneHHasi KOHCTPYKUMS

Tabletop thickness 12 mm
[OBOPOTHbIN CTOMN TOMNLWMHOW 12 MM

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoBka npeaHasHaveHa kak Ans ctaHaapTHbIX, Tak U Ans
HM3KONPOUIBbHBIX LLIWMH

Tyre inflation by pedal (optional)
YCTPOWCTBO AN HaKa4YMBaHWS LUWH, yNipaBrsieMoe nejasnbo
(mocTynHo B Ka4ecTBe onuum)

Suitable for Press Arm (optional)
BcnomoratenbHoe nHeBmMaTuyeckoe ycTponcteo Press Arm
(BocTynHo B kKayecTBe onuumm)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO Afls B3PLIBHON Haka4ykn GeckaMepHbIX LWMH (4OCTYMNHO B
KayecTBe onuum)

“Easy Access"” extractable pedal box for quick service
BbiaBukHOM NeganbHbIv y3en Ans yaobHoro n 6uICTporo TEXHUYECKOoro
obcnyxmBaHus




RACING SEMI-AUTOMATIC SWING ARM
TYRE CHANGER

NONYABTOMATUYECKUU LLUHOMOHTAXHbIN
CTEHA C OTKIIOHAEMOW B CTOPOHY MOHTAXHON
KOHCOIJ1IbIO AJA KOJIEC CNNOPTUBHbIX
ABTOMOBUIEN

RACING




STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside
[lnanasoH 3axvmMa cHapy»xu

Rim clamping from inside
[lnanasoH 3axumMa n3HyTpu

Max. tyre diameter
MakcumanbHbIn AnameTp koneca

Max. tyre width
MakcvmanbHas WwrpuHa koneca

Bead breaker cylinder force at 10 Bar
Ycunve OTKUMHOro LuunuHapa
(npv paenexHun 10 6ap)

Operating pressure
Paboyee nasneHve

Power supply
HanpspkeHne nutanHus

Motor power
MoluHoCTb anekTpogsuratens

Rotation speed
CkopocCTb BpaLleHUst

Pre-set tyre inflating pressure
MpenycTaHoBNeHHOE AaBneHne Hakayku
LUNH

Net weight
Macca HeTTO

* By adjustable jaws
* MNocpencTBOM perynupyembix 3aXMMOB

DIMENSIONS - PASMEPbI

2010

10" - 26“ *
12" - 28" *
1200 mm (47”)

390 mm (15”)

24700 N

10 Bar (145 Psi)

400V - 3ph
220V - 1ph

0,55 kW (3ph)

7 rpm

3,5 Bar (50 Psi)

235 kg

For high volume tyre shops.

[na aBTOMacTepckux ¢ 6onbwnmM o6LEMOM pabor.

FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Bead breaker single effect Cylinder @ 180 mm
YcTpoiicTBO oTxMMa 6opTa Ha OCHOBE LIMMUHAPA OGHOCTOPOHHETO
nevicteua @ 180 mm

Reinforced Chassy
YcuneHHasa KOHCTpyKUust

Tabletop thickness 14 mm w/adjust. jaws
[MoBOPOTHBIN CTON TOMLWMHON 14 MM C perynupyembiMy 3axnuMamu

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoeka npegHasHayeHa kak Ansi ctaHaapTHbIX, Tak U Anst
HM3KONPOUIIbHBIX LLIWMH

Adjustable bead breaker with extendable arm
YcTponcTBO oTxMMa 6opTa LWNHBI C PEryrnMpPOBKO BEMUYMHbI BbINETA
OTXXMMHOW nonaTtku

Tyre inflation by pedal (optional)
YCTPOCTBO ANS HaKa4YMBaHWS LUWH, yNpaBrsieMoe negasbo
(mocTynHoO B Ka4ecTBe onuum)

Suitable for Press Arm (optional)
BcnomoratenbHoe nHeBmMaTuyeckoe yctponcteo Press Arm
(DocTynHo B kayecTBe onuum)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOCTBO A1 B3PLIBHON Haka4ykn GeckaMepHbIX LWMH
(mocTynHo B Ka4ecTBe onuum)

Extra-high tower for extra wide tyres, swinging horizontal arm with
@ 41 mm operating arm

Bbicokas MOHTaxHasi CToViKa, OTKITOHSieMast B CTOPOHY MOHTaXHast
KOHCOMb C MOHT&XHbIM LUTOKOM @ 41 MM

“Easy Access” extractable pedal box for quick service
BbiaBukHOM nefanbHbli y3en ans ygo6Horo u 6uICTPOro TEXHUYECKOro
obcnyxuBaHusi




AUTOMATIC TILT BACK TYRE CHANGER

ABTOMATUYECKUN LULUHOMOHTAXHbIW CTEHA C
OTKIIOHAEMOW MOHTAXXHOW CTOUKOM

5226

C€



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside

[Ovana3zoH 3axuma cHapyxu 0=z

Rim clamping from inside 127 - 24" *
[nanasoH 3axunma U3HyTpn

Max. tyre diameter

MaKcumarnbHbIi uaMeTp Korneca 1100 mm (43")

Max. tyre width

M 390 mm (15”)
aKkcvMmarnbHasi LWMpUHa Korneca

Bead breaker cylinder force at 10 Bar

Ycunve oTKUMHOro LunuHapa 30800 N

(npv paenenun 10 Gap)

Operating pressure

Pabouyee pnaBneHue 10 Bar (145 Psi)

400V - 3ph
Power supply 400V - 3ph/2speed
HanpspkeHne nutaHuns 220V - 1ph

220V - 1ph/2 speed

Motor power

M 0,55 kW (3ph)
OLUHOCTb aneKkTpoasuratena

Rotation speed

CKOpOCTb BpalleHust 7 G

Pre-set tyre inflating pressure
MpenycTaHoOBNEHHOE AaBneHNE Hakayku
LLUNH

3,5 Bar (50 Psi)

Net weight

Macca HeTTo 225 kg

* Adjustable jaws can be pre-set in 3 different holes on slides, to start clamping range from
10”, 11” or 12”. Tabletop cylinder stroke = 10”.

* Perynupyemble 3aWMHble Kyrayku MOTyT GbITb YCTaHOBNEHb! B 3 PasnnyHbIX MOMOXEHUs!
10", 11” unun 127, Ans nameHeHus AmanasoHa 3axuma. Xog umnuHapa 3akuMHOro
yctpoiicTBa =10".

DIMENSIONS - PABMEPbI

SRR

e

1910

For low-mid volume shops, garages and repair shops.
[ns aBTOMacTepcKkux ¢ He6oNbLWUM U cpegHUM 06 bLEMOM paboT.

FUNCTIONS - TEXHWYECKOE ONMNCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm
OTKIOHsieMan Ha3a[ MOHTaXKHasi CTovka, perynmpyemas MoHTaxHast
KOHCOIMb C MOHTaXHbIM LUTOKOM @ 41 MM

Bead breaker double effect Cylinder @ 200 mm
YcTponcTBO oTxMMa 6opTa Ha OCHOBE UMNUHAPA ABOWHOIO AENCTBUS
2 200 Mm

Reinforced Chassy
YcuneHHasi KOHCTPYKLUS

Tabletop thickness 12 mm
[OBOPOTHBIV CTOMN TOMNLWMHOM 12 MM

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoska npegHasHayYeHa kak Anst ctaHAapTHbIX, Tak v Ans
HM3KONPOMUIBbHBIX LLUWMH

Tyre inflation by pedal (optional)
YCTPOWCTBO ANA HaKa4YMBaHWS LUWH, yNpaBnsiemMoe nejanbo
(mocTynHo B Ka4ecTBe onuum)

Suitable for HP2 dual assist arm (optional)
BcnomoraTenbHoe nHeBMaTUYecKoe YyCTPONCTBO ABOMHOMO AENCTBUSA
HP2 (gocTtynHo B Ka4ecTse onuum)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO ANS B3PLIBHON Haka4ykn 6eckaMepHbIX LWWH
(mocTynHo B Ka4ecTBe onuum)

“Easy Access” extractable pedal box for quick service
BbiaBukHOM neganbHbIv y3en Ans yaobHoro n 6uICTporo TEXHUYECKOoro
obcnyxmBaHus




AUTOMATIC TILT BACK TYRE CHANGER WITH
DUAL ASSIST ARM

ABTOMATUYECKUN LULUHOMOHTAXHbLIW CTEHA
C OTKITOHAEMOW MOHTAXXHOW CTOMKOU U
BCIMOMOI'ATEJIbHbIM NHEBMATUYECKUM
YCTPOUCTBOM OBOUHOIO AENCTBUA

5226



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside

[nanasoH 3axvma CHapyxwu

Rim clamping from inside

[wnanasoH 3axuma NU3HYTPU

Max. tyre diameter

MakcumanbHbIn AnameTp koneca

Max. tyre width

MakcvmanbHas WwupuHa koneca

Bead breaker cylinder force at 10 Bar

Ycunune oTKMMHOro UMnuHapa

(npv gaenexHun 10 Gap)

Operating pressure
Paboyee naBneHve

Power supply

HanpspkeHne nutaHuns

AP
12 oan+
1100 mm (43")

390 mm (15”)

30800 N

10 Bar (145 Psi)

400V - 3ph
400V - 3ph/2speed
220V - 1ph
220V - 1ph/2 speed

For low-mid volume shops, garages and repair shops.

[na aBTOMacTepCKUX ¢ HEGOMNbLINM M CPeAHUM 06BEMOM paborT.

FUNCTIONS - TEXHWYECKOE ONMNCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm
OTknoHsieMas Ha3a[ MOHTaXKHas CTovika, perynmpyemasi MoHTaxHas
KOHCOMb C MOHTaXHbIM LUTOKOM @ 41 MM

Bead breaker double effect Cylinder @ 200 mm
YCTPONCTBO OTXXMMa 6opTa Ha OCHOBE LMMUHAPA ABOVHOMO OEACTBUS
2 200 Mm

Reinforced Chassy
YcuneHHas KOHCTpYKUns

Tabletop thickness 12 mm
[MOBOPOTHLIN CTON TONLWMHON 12 MM

Motor power 0,55 KW (3ph) Fitting head designed for both standard and low profiled tyre

MowHocTb anekTpoasuratens ’ P applications

Rotation speed MoHTaxHas ronoBka npefHa3HayeHa Kak ansi CTaH4apTHbIX, Tak U Ans
7 rpm HMU3KOMPOMUIbHBIX LUNH

CkopocCTb BpaLleHUst

Pre-set tyre inflating pressure Tyre inflation by pedal (optional)

MpemyCcTaHoBNeHHOE AaBNeH!e HakadKm 3,5 Bar (50 Psi) YCTpOWCTBO AN HaKauMBaHUA LWWH, yNpasnsiemMoe neaanbio
WnH (@ocTyMnHoO B KavecTBe onuum)

Net weight Equipped with HP2 dual assist arm (standard)
Macca HeTTo 310kg BcnomoratenbHoe nHeBMaTU4eCKOe YCTPOMUCTBO «TPETbS pyKay
ABOMHOro Aencreua HP2 BxoguTt B cTaHA4apTHYO KOMMeKTauuio

Suitable for Tubeless tyre bead seating system (optional)
YCTPONCTBO Ars B3pbIBHOW Haka4kv 6eckaMepHbIX WWH (AOCTYMNHO B
Ka4ecTBe onuum)

* Adjustable jaws can be pre-set in 3 different holes on slides, to start clamping range from
10”, 11” or 12”. Tabletop cylinder stroke = 10”.

* PerynMpyeMble 3aXUMHbIE Kynadku Moryt ObITb YCTaHOBIEHbI B 3 Pa3NNYHbIX NONOXeHUs
10", 11” unun 127, Ans n3MeHeHUs amanasoHa 3axuma. Xog unuHapa 3akMMHOro
ycTporictea =10".

DIMENSIONS - PABMEPbI

“Easy Access"” extractable pedal box for quick service
BbIABWXHON NeaanbHblid y3en Ans yaoGHOro U GbICTPOro TEXHUYECKOTo
obcnyxuBaHusi
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RACING SUPER-AUTOMATIC TILT BACK
TYRE CHANGER

ABTOMATUYECKWUN LULUHOMQHTAXHbIW CTEH[, C
OTKIIOHAEMOWU MOHTAXXHOWU CTOUKOW A5 KOJIEC
CNOPTUBHbLIX ABTOMOBMUIIEN




STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside
[nana3soH 3axuma cHapyxu

Rim clamping from inside
[nana3oH 3axuma U3HyTpu

Max. tyre diameter
MakcumanbHbIn AnameTp koneca

Max. tyre width
MakcvmanbHas WwupuHa koneca

Bead breaker cylinder force at 10 Bar
Ycunue oTXMMHOro umnmHapa
(npv gaenexHun 10 Gap)

Operating pressure
Pabouee nasnexHve

Power supply
HanpsikeHve nutaHus

Motor power
MoluHocTb anekTpogsuraTens

Rotation speed
CKOpOCTb BpalleHus

Pre-set tyre inflating pressure
MpenycTaHoBRNEHHOE AaBneHne Hakayvkm
LUWH

Net weight
Macca HeTTO

* By adjustable jaws

* MocpencTBOM PErynNuUpyeMbIX 3aX1MoB

DIMENSIONS - PABMEPbI

2040
_ Jr!_ﬂﬂ-

10"- 26" *
127-28"*
1100 mm (43")

415 mm (16”)

30800 N

10 Bar (145 Psi)
400V - 3ph/2speed
220V - 1ph

220V - 1ph/2 speed

0,8/1,1 kW (3ph)

7 -14 rpm

3,5 Bar (50 Psi)

270 kg

STANDARD ACCESSORIES - CTAHOAPTHBIE KOMIMJIEKTYOLWMWE

- 9% m

MM =

For high volume tyre shops.
[Onsa aBTOMacTepcKux ¢ 6onblMM 06 bLEMOM paborT.

FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm.
Mounting head positioning by means of pneumatic cylinder.
OTKIOHAEMan Ha3aZ MOHTaXHas CTOWMKa, perynupyemasi MOHTaxHast
KOHCOJb C MOHTa)XHbIM LUTOKOM @ 41 MM. [o3numnoHnpoBaHue
MOHTa)KHOW FONOBKM NMPOU3BOAMTCS MOCPEACTBOM MHEBMONPUBOAA

Bead breaker double effect Cylinder @ 200 mm
YcTpoincTBo oTxuMa 6opTa Ha OCHOBE LUMNUHAPA OBOWHOIO AENCTBUS
2 200 mm

Reinforced Chassy and Tower
YcuneHHast KOHCTPYKLMSI OCHOBAHUSI 1 MOHT&XKHOW CTOMKU

Tabletop thickness 14 mm w/adjust. jaws
[MoBOPOTHBIN CTON TOMLWMHON 14 MM C perynmpyembiMy 3axXnMmamu

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoska npegHasHayYeHa kak Ans ctaHAapTHbIX, Tak v Ans
HM3KONPOUIIBbHBIX LLUWMH

Double rotation speed by pedal
[1Be cKkopoCTU BpalleHUsi MTOBOPOTHOIO CTOMa, yrpaBneHne
NnocpeacTBOM HOXHOW neganu

Tyre inflation by pedal (standard)
B cTaHOapTHYI0 KOMMNeKTaLmno BXOAWUT YCTPOMUCTBO AMNsi HakauMBaHust
LUWH, ynpaBrnsieMoe neaarnblo

Adjustable bead breaker shovel angle
Perynupyembli yron nonatku ycTpowcTBa oTxxuma 6opra

Suitable for Help, Press Arm or HP2 assist arms (optional)
BcnomoratenbHble nHeBMaTuyeckue ycrponctaa Help, Press Arm n
HP2 (gocTynHbl B Ka4ecTBe onumn)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO ANS B3PLIBHON Haka4ykn GeckaMepHbIX LWWH (4OCTYMNHO B
KayecTtBe onuum)

“Easy Access” extractable pedal box for quick service
BbiaBukHOM neganbHbIv y3en Ans yaobHoro n 6uiCTporo TEXHUYECKOoro
obcnyxmBaHus

PO System, Giuliano patent, for granting no bead breaker shovel stuck
into the rim

Cuctema PO (akcknio3mBHbIM nateHT Giuliano) npegoTepallaet
3axaTve nonatkv ycTpoicTBa oTxxmma bopta Mexay ANCKOM U LLMHOW

Robotic pipe for operating arm positioning/lock
Po6oTtusnpoBaHHas cuctema Ansi No3nLMOHUPOBaHNUS MOHTaXHOW
rofioBKM 1 BrIOKMPOBKN MOHTaXXHOTO LUITOKa




RACING SUPER-AUTOMATIC TILT BACK TYRE CHANGER
WITH DUAL ASSIST ARM

ABTOMATUYECKWUA LULUHOMOHTAXHbIW CTEH,
[N KONEC CNOPTUBHBIX ABTOMOBUNEM

C OTKIOHAEMOW MOHTAXXHOW CTOMKOW U
BCMOMOIATENIbHbIM MHEBMATUYECKAM
YCTPOWCTBOM JBOWUHOIO OENCTBUA

| S5 228
Pro

Approved*
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STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside ™ "
10" - 26
[nana3soH 3axuma cHapyxu

Rim clamping from inside » -
127-28
[nana3oH 3axuma U3HyTpu

Max. tyre diameter

MakcumanbHbIn AnameTp koneca 1100 mm (437)

Max. tyre width

MakcumarnbHast LiMpUHa Koneca 415 mm (167)

Bead breaker cylinder force at 10 Bar
Ycunve OTKUMHOro LunuHapa 30800 N
(npv gaenexHun 10 Gap)

Operating pressure

Pabouee nasnexHve 10 Bar (145 Psi)

400V - 3ph/2speed
220V - 1ph
220V - 1ph/2 speed

Power supply
HanpsikeHve nutaHus

Motor power

M 0,8/1,1 kW (3ph)
OLUHOCTb aneKkTpoaBsuratensa

Rotation speed

CKopoCTb BpalLleHus Y =T
Pre-set tyre inflating pressure

[MpegycTaHoBNEHHOE AaBneHne Hakadku 3,5 Bar (50 Psi)
LUMH

Net weight 360 kg

Macca HeTTO

* By adjustable jaws
* MNocpencTBOM perynupyembix 3aKMMOB

DIMENSIONS - PABMEPbI

T’j
,.LI

L3

r||
jij8
y i

T~
oK
4\ i

2040
o

N

r
FE

For high volume tyre shops, servicing racing, run flat and UHP tyres.

[Ona aBTOMacTepckux ¢ 6onbWwWMM 06 BbLEMOM paborT,
obcnyXuBaroLWmMxX Koneca CnopTUBHbIX aBTomo6unen, run flat n
UHP wwuHbI.

FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm. Mounting
head positioning by means of pneumatic cylinder.

OTKrnoHsiemas Ha3a[ MOHTaXHasi CTOMKa, perynupyemasi MoHTaxHast
KOHCOJb C MOHTaXHbIM LUTOKOM @ 41 MM. M0o31LMOHNPOBaHNE MOHTaXHOW
rofioBKV NPOM3BOANTCA NOCPEeACTBOM NHEBMOMNPUBOAA

Bead breaker double effect Cylinder @ 200 mm
YCTponcTBO OTXXMMa 6opTa Ha OCHOBE LMNUHAPA ABOWHOMO AEUCTBUSA @
200 mm

Reinforced Chassy and Tower
YcuneHHasi KOHCTPYKLUMSE OCHOBAHWS U MOHTa)KHOW CTOMKM

Tabletop thickness 14 mm w/adjust. jaws
[MOBOPOTHBIN CTON TONWWHON 14 MM C perynupyemMbiMu 3aXXxmmamu

Fitting head designed for both standard and low profiled tyre applications
MoHTa)Has rorioBka npefHasHa4yeHa kak Ans ctaHdapTHbIX, Tak 1 ans
HU3KONPOMUIBbHBIX LIWH

Double rotation speed by pedal
[lBe ckopoCTuW BpalleHWss NOBOPOTHOTO CToNa, ynpaeneHne nocpeacTsoM
HOXHOW neganun

Tyre inflation by pedal (standard)
B cTaHgapTHyt0 KOMMNeKTauuio BXOAMT YCTPOMCTBO AfS HakaunBaHusi
LUWH, ynpaBrsieMoe negarsbo

Adjustable bead breaker shovel angle
Perynupyembliii yron nonaTkv ycTpoiicTea oTxuma GopTa

Equipped with HP2 dual assist arm (standard) and storage box

B cTaHaapTHYI0 KOMMNeKTaumio BXOAMT BCOMOraTefibHoe
NHeBMaTNYecKoe yCTPOMCTBO ABOWHOro Aenctens HP2 n awuk ans
MNHCTPYMEHTOB

Suitable for Tubeless tyre bead seating system (optional)
YCTPOMCTBO Ans B3pbIBHOM Hakavku GeckaMepHbIX WWH (JOCTYMHO B
KayecTBe onumn)

“Easy Access* extractable pedal box for quick service
BblaBukHOM neganbHbIv y3en Ansd yaobHOro n 6eICTporo TEXHNYECKOro
obcnyxmBaHus

PO System, Giuliano patent, for granting no bead breaker shovel stuck
into the rim

Cuctema PO (akcknio3nBHbI naTteHT Giuliano) npegoTBpallaert 3axartune
nionaTtku yCTPOMCTBa OTXXMMa B6opTa Mexay AUCKOM U LLUMHON

Robotic pipe for operating arm positioning/lock
Po6oTuanpoBaHHasa cuctema At NO3MLUOHUPOBaHNSE MOHTaXHOW FrOMNOBKM
1 BrOKMPOBKM MOHTa)HOTO LUTOKA




RACING SUPER-AUTOMATIC TILT BACK TYRE CHANGER WITH
COMBINED TWO ASSIST ARMS

ABTOMATUYECKUWA LULWUHOMOHTAXHbIW CTEHO OANA
KOJEC CMNOPTUBHbLIX ABTOMOBWIIEN C OTKITOHAEMOMU
MOHTAXXHOU CTOMKOU U ABYMA BCINMOMOIATEJIbHbIMU

5228
Pro Duo

Approved*

< € * Version available upon request | Bepcusi AocTynHa no AononHUTen-HoMy 3anpocy



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside
[nana3soH 3axuma cHapyxu

Rim clamping from inside
[nana3oH 3axuma U3HyTpu

Max. tyre diameter
MakcumanbHbIn AnameTp koneca

Max. tyre width
MakcvmanbHas WwupuHa koneca

Bead breaker cylinder force at 10 Bar
Ycunue oTXMMHOro umnmHapa
(npv gaenexHun 10 Gap)

Operating pressure
Pabouee nasnexHve

Power supply
HanpsikeHve nutaHus

Motor power
MoluHocTb anekTpogsuraTens

Rotation speed
CKOpOCTb BpalleHus

Pre-set tyre inflating pressure

MpepycTaHOBNEHHOE AaBMNEHNE HAaKavku

LUWNH

Net weight
Macca HeTTO

* By adjustable jaws
* MNocpencTBOM perynupyembix 3aKMMOB

DIMENSIONS - PABMEPbI

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMMIEKTYIOLWWMWE

10"- 26" *
127-28"*
1100 mm (43")

415 mm (16”)

30800 N

10 Bar (145 Psi)
400V - 3ph/2speed
220V - 1ph

220V - 1ph/2 speed

0,8/1,1 kW (3ph)

7 -14 rpm

3,5 Bar (50 Psi)

390 kg

A -

999

For high volume tyre shops, servicing racing, run flat and UHP tyres.

[ns aBTOMacTepckux ¢ 6onbLWUM 06EMOM paboT, o6cnyXKUBatOLMX
Koneca CrnopTUBHbLIX aBToMo6unen, run flat ¥ UHP wuHbI.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm.
Mounting head positioning by means of pneumatic cylinder.
OTKINOHsieMan Ha3a[ MOHTaXHas CTovka, perynmpyemas MoHTaxHast
KOHCOINMb C MOHTaXHbIM LUTOKOM @ 41 MM. lNo3numoHnpoBaHne
MOHTa)XHOW rONOBKM NPOM3BOAMTCS NMOCPEACTBOM NMHEBMONPUBOAA

Bead breaker double effect Cylinder @ 200 mm
YcTponcTBO oTxMMa 6opTa Ha OCHOBE UMNUHAPA ABOWHOIO AENCTBUS
2 200 mm

Reinforced Chassy and Tower
YcuneHHasi KOHCTPYKLMSI OCHOBAHMUSI Y MOHTaXKHOW CTONKU

Tabletop thickness 14 mm w/adjust. jaws
[MoBOPOTHBIN CTON TOMLWMHON 14 MM C perynmpyembiMy 3axxnMamu

Fitting head designed for both standard and low profiled tyre
applications

MoHTaxHas ronoska npegHasHayYeHa kak Anst ctaHAapTHbIX, Tak v Ans
HM3KONPOMUIBbHBIX LLIWMH

Double rotation speed by pedal
[lBe ckopoCTuW BpalleHusi TOBOPOTHOTO CTONa, yrpaeneHune
nocpeacTBOM HOXHOWM neaanuv

Tyre inflation by pedal (standard)
B ctaHpgapTHYyt0 KOMNeKkTaumnio BXoAMT YCTPONCTBO ANS HaKkayBaHWA
LUWH, yNpaBnsieMoe neaarnbto

Adjustable bead breaker shovel angle
Perynvpyembliin yron nonatku ycTpoicTaa oTxuma 6opTa

Equipped with Help and Press Arm (standard)
B ctaHpapTHyt0 KOMNneKkTaumio BXoAST BCoMoraTenbHble
nHeBmaTunyeckue yctponcrea Help n Press Arm

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO Afs B3PLIBHON Haka4ykn GeckaMepHbIX LWWH (4OCTYMNHO B
KayecTtBe onuum)

“Easy Access” extractable pedal box for quick service
BbiaBukHOM neganbHbIv y3en Ans yagobHoro n 6uICTporo TEXHUYECKOro
obcnyxmBaHus

PO System, Giuliano patent, for granting no bead breaker shovel stuck
into the rim

Cuctema PO (akcknio3mBHbIM nateHT Giuliano) npegoTepallaet
3axaTve nonatkv ycTpoicTBa oTxxmuma bopta Mexay ANCKOM U LUMHOW

Robotic pipe for operating arm positioning/lock
Po6oTn3npoBaHHas cuctema ansi N0O3MLMOHMPOBAHUS MOHTaXHOW
rONOBKM U BITOKMPOBKM MOHTaXHOIO LUTOKA




HIGH PERFORMANCE SUPER-AUTOMATIC TILT BACK
TYRE CHANGER WITH COMBINED TWO ASSIST ARMS

ABTOMATUYECKUU LULUHOMOHTAXHbIN CTEHQ ANA KOJNEC
CMOPTUBHbIX ABTOMOBUIIEN C OTKITOHAEMOW MOHTAXXHOW
CTOUKOWU U ABYMSA BCNOMOTIATEJIbHbIMU YCTPOUCTBAMU

Approved

c € * Version available upon request | Bepcusi AocTynHa no AononH1UTenLHoMy 3anpocy



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside

10" - 26" *
[nanasoH 3axvma CHapyxwu

Rim clamping from inside

[nana3soH 3axuma U3HyTpu 12"-28

Max. tyre diameter

MaKcuMarbHbI AuaMeTp Koreca 1120 mm (447)

Max. tyre width

MakcvmanbHas WwupuHa koneca 406 mm (167)
Bead breaker cylinder force at 10 Bar
Ycunve OTKUMHOro LunuHapa 30800 N

(npv gaenexHun 10 Gap)

Operating pressure

Pabouee nasnexHve 10 Bar (145 Psi)

400V - 3ph/2speed
220V - 1ph
220V - 1ph/2 speed

Power supply
HanpsikeHve nutaHus

Motor power

M 0,8/1,1 kW (3ph)
OLUHOCTb aneKkTpoaBsuratensa

Rotation speed

CkopocTb BpaLLeHus Y =T

Pre-set tyre inflating pressure
MpenycTaHoBRNEHHOE AaBneHne Hakayvkm
LUWH

3,5 Bar (50 Psi)

Net weight

Macca HeTTO g

* By adjustable jaws
* MNocpeAcTBOM perynmpyembix 3aXWMoB

DIMENSIONS - PABMEPbI

=

2180

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMMINEKTYIOLWWMWE
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For high volume tyre shops, and tyre specialists, servicing racing, run
flat and UHP tyres.

[Onsa aBTOMacTepcKMx ¢ 60MnblLNM 06BLEMOM paboT u
cneunanu3npoBaHHbIX LWMHHbIX LLEHTPOB, 00CIYXUBalOLWMUX Korneca
CnopTUBHbIX aBToMo6unewn, run flat u UHP wuHbl.

FUNCTIONS - TEXHUYECKOE ONNCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm. Mounting
head positioning by means of pneumatic cylinder.

OTkNoHsAeMas Ha3aj MOHTaXHas CTovika, perynmpyemas MoHTaxHas
KOHCOIb C MOHTaXHbIM LUTOKOM @ 41 MM. 03NLMOHNPOBaHNE MOHTaXHOM
rofioBKM NPOV3BOAUTCA NOCPEACTBOM NHEBMOMPUBOAA

Bead breaker double effect Cylinder @ 200 mm
YcTpoincTBo oTxrMa 6opTa Ha OCHOBE UMNUHAPA OBOWHOIO AEUCTBUSI @
200 mm

Reinforced Chassy and Tower
YcuneHHast KOHCTPYKLMSA OCHOBaHUA N MOHTaXHOWN CTONKU

Tabletop thickness 14 mm w/adjust. jaws
[MoBOPOTHEIN CTON TOMLWMHON 14 MM C perynmpyembiMy 3aXnMamu

Fitting head designed for both standard and low profiled tyre applications
MoHTaxHas ronoska npegHasHayYeHa Kak Ansi ctaHAapTHbIX, Tak U ans
HU3KOMPOMWUIbHbIX LUNH

Double rotation speed by pedal
[1Be cKOpOCTM BpaLLeHMst MOBOPOTHOrO CTOMa, yrnpaBneHne NnocpeacTBOM
HOXHOW Neganmu

Tyre inflation by pedal (standard)
B cTaHgapTHy0 KOMMNMEKTaLMIO BXOAUT YCTPOMCTBO ANSt HAKaYMBaHUs
LUWH, yNpaensiemMoe nefanblo

Patented SBS System for bead breaker shovel travel memory
TpaeKkTopus ABWXEHUSI 1 BeNM4YMHa Xo4a NonaTtku yCTPONCTBa OTXUMa
6opTa LWKNHBI MOXET BblTb NPeABapUTENIbHO HACTPOEHA C NOMOLLIbIO
3anareHToBaHHOM cuctembl SBS

Equipped with Help and Press Arm (standard)
B cTaHpapTHyt0 koMnnekTaumio BXoAaT BCMOMOraTesbHble
nHeBmaTunyeckme yctponcrea Help un Press Arm

Suitable for Tubeless tyre bead seating system (optional)
YCTPONCTBO A5 B3PbIBHOW Haka4kv 6eckaMepHbIX LWNH (AOCTYMHO B
KavecTse onuuu)

“Easy Access” extractable pedal box for quick service
BblaABWKHOM NeganbHbli y3en ans yaoGHOro U GbICTPOro TEXHUYECKOTO
obcnyxmBaHus

Adjustable bead breaker shovel angle
Perynupyemblii yron nonatku ycTpowcTBa oTxxuma 6opra

Quadralock system for total stiff locking of horizontal and operating arm
Cuctema ecTKon 6NMOKMPOBKY MOHT&XXHOW KOHCOMNMW 1 MOHTaXXHOIO LLTOKA
Quadralock

PO System, Giuliano patent, for granting no bead breaker shovel stuck
into the rim

Cuctema PO (akcknio3nBHbIN nateHT Giuliano) npegoTepallaet 3axartune
nonaTtku yCTpOMCTBa OTXXMMa BopTa Mexay ANCKOM Y LUIMHOW

Robotic pipe for operating arm positioning/lock
PoboTuanpoBaHHast cuctema Ans No3vLMOHMPOBAHUSA MOHTaXHOMN
rONOBKM 1 BrTOKMPOBKM MOHTaXHOIO LUTOKA

Suitable for Tyre Lift (optional)
MogbemHuk ans konec Tyre Lift
(mocTyneH B Ka4ecTBe onuum)




HIGH PERFORMANCE SUPER-AUTOMATIC TILT BACK
TYRE CHANGER WITH DUAL ASSIST ARM

ABTOMATUYECKWUW LULMHOMOHTAXHbIU CTEH, BbICOKOW
NMPOU3BOAUTENIbBHOCTU C OTKITOHAEMOW MOHTAXXHOW

CTOMKOW U BCMOMOIATEJIbHbIM MHEBMATUYECKUM
YCTPOMCTBOM JBOMHOIO AEUCTBUA

Approved*
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STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping from outside
[nana3soH 3axuma cHapyxu

Rim clamping from inside
[nana3oH 3axuma U3HyTpu

Max. tyre diameter
MakcumanbHbIn AnameTp koneca

Max. tyre width
MakcvmanbHas WwupuHa koneca

Bead breaker cylinder force at 10 Bar
Ycunue oTXMMHOro umnmHapa
(npv gaenexHun 10 Gap)

Operating pressure
Pabouee nasnexHve

Power supply
HanpsikeHve nutaHus

Motor power
MoluHocTb anekTpogsuraTens

Rotation speed
CKOpOCTb BpalleHus

Pre-set tyre inflating pressure
MpenycTaHoBRNEHHOE AaBneHne Hakayvkm
LUWH

Net weight
Macca HeTTO

DIMENSIONS - PABMEPbI

2180

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWME

10” - 26"
12" - 28"
1120 mm (44”)

406 mm (16”)

30800 N

10 Bar (145 Psi)

400V - 3ph/2speed
220V - 1ph
220V - 1ph/2 speed

0,8/1,1 kW (3ph)

7 -14 rpm

3,5 Bar (50 Psi)

390 kg

9t 0

AR -

For high volume tyre shops, and tyre specialists, servicing racing,
run flat and UHP tyres.

Ons aBToMacTepckux ¢ 6onbwmnmM o6LEMoM paboT u
cneunanu3npoBaHHbIX WMHHbIX LLEHTPOB, 0GCNyXUBaloLWMX Koneca
CnopTUBHbLIX aBToMo6unen, run flat u UHP wuHbL.

FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Tilting tower, sliding horizontal arm with @ 41 mm operating arm. Mounting
head positioning by means of pneumatic cylinder.

OTKNoHsieMast Ha3ag MOHTaXKHasi CToviKa, perynmpyemast MoOHTaxHas
KOHCOSMb C MOHTaXHbIM LUTOKOM @ 41 MM. [103MLMOHNPOBaHNE MOHTaXHOMN
rONoBKWN MPOM3BOANTCSA MOCPEACTBOM NMHEBMOMNPUBOAA.

Bead breaker double effect Cylinder @ 200 mm
YCTPONCTBO OTXMMa GopTa Ha OCHOBE LIMNUHAPA ABOVHOMO AEVCTBUSA @
200 mm

Reinforced Chassy and Tower
YcuneHHasi KOHCTPYKLMS OCHOBaHUA U MOHTaXHOMN CTOMKU

Tabletop thickness 12 mm w/POWER X four cylinders clamping system
[MOBOPOTHBIM CTON TONLWMHOM 12 MM ¢ cucTemol kpenneHns POWER X
Ha OCHOBE YeTbIPEX NHEBMOLUITMHOPOB

Fitting head designed for both standard and low profiled tyre applications
MoHTaxHas ronoBka npegHasHayYeHa kak Ansi ctaHaapTHbIX, Tak U ans
HU3KOMPOMUIbHbIX LUNH

Double rotation speed by pedal
[1Be ckopoCTH BpaLleHNsi MOBOPOTHOrO CTOMa, yNpaBneHUe nocpeacTsom
HOXHOW neganu

Tyre inflation by pedal (standard)
B cTtaHgapTHy0 KOMNneKTaumo BXoAUT YCTPOMCTBO AJSi HAKa4YMBaHWs
LUWH, ynpaBnsiemoe neparnbio

Patented SBS System for bead breaker shovel travel memory
TpaeKkTopusa ABUXEHWSA 1 BENMYMHA X04a NonaTk1 yCTPOMCTBa OTKMMa
6opTa LWNHBI MOXET 6blTb NPeaBapUTENlbHO HACTPOEHa C NOMOLLIbIO
3anareHToBaHHOM cuctembl SBS

Equipped with HP2 dual assist arm (standard) and storage box

B ctaHgapTHYt KOMNIeKkTaLmio BXOAWUT BCOMOraTenbHoe
nHeBMaTnyecKoe YCTPONCTBO ABOMHOro Aenctens HP2 n awwuk ans
MHCTPYMEHTOB

Suitable for Tubeless tyre bead seating system (optional)
YCTpONCTBO AN B3PbIBHOW Hakayku HeckamepHbIX LWKNH (4OCTYMNHO B
KayecTBe onuun)

“Easy Access” extractable pedal box for quick service
BbiaBukHOM neganbHblii y3en Ans ygo6Horo u GbICTPOro TEXHUYECKOro
obcnyxmBaHus

Adjustable bead breaker shovel angle
Perynupyembli yron nonatku ycTpowcTBa oTxxuma 6opra

Quadralock system for total stiff locking of horizontal and operating arm
Cunctema XecTkon B6rIoKMPOBKM MOHTaXHOW KOHCOMM M MOHTaXXHOTO LUTOKA
Quadralock

PO System, Giuliano patent, for granting no bead breaker shovel stuck
into the rim

Cuctema PO (akcknto3nBHbIM nateHT Giuliano) npenoTepalyaet 3axartune
nionaTku yCTponcTea oTxvuma bopTa mexay ANCKOM U LUIMHOW

Robotic pipe for operating arm positioning/lock
PoboTtusnpoBaHHasi cuctema Anst No3nLMOHMPOBaHNUS MOHTaXHOW
rOfI0BKN 1 BIIOKMPOBKN MOHTaXHOTO LUTOKA r

Suitable for Tyre Lift (optional)
MoabemHuk ans konec Tyre Lift
(DocTyneH B kayecTBe ONumm)




SUPER-AUTOMATIC TOUCHLESS TYRE CHANGER

ABTOMATUYECKUW LUMHOMOHTAXHbIW CTEHA BE3
NCMNOJIb3OBAHUA MOHTAXHOU NONATKU

Lrossage

Approved*
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STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range

OunameTp o6oaa o6cnyxuBaeMbIx Kornec

Max. tyre diameter

MakcumanbHbIn gnameTp Koneca

Max. tyre width

MakcumanbHas LMPUHa Koneca

Bead breaker force at 10 Bar
Ycunme oTKMMHOIO UnnmMHapa

(npw aaenexHun 10 6ap)

Operating pressure
Paboyee naBneHve

Power supply
HanpsikeHve nutaHus

Motor power

MoLHocTb anekTpogsuraTens

Rotation speed
CkopocTb BpalleHust

Pre-set tyre inflating pressure

MpenycTaHoBNEHHOE AaBreHne Hakaukm

LLUNH

Net weight
Macca HeTTO

DIMENSIONS - PASMEPbI

2120

12" - 347
1200 mm (47”)

406 mm (16”)

12037 N

10 Bar (145 Psi)
220V - 1ph/2 speed
0,75 kW

7-16 rpm

3,5 Bar (50 Psi)

375 kg

For top professional tyre specialists, servicing run flat and UHP tyres
with no tool/rim contact.

LLINHOMOHTaXHbIN CTEHA ANsi 6ECKOHTAKTHOro LUIMHOMOHTaXa,
npeaHa3HavyeH AnsA BbicokonpodeccMoHanbHbIX CNeLnanucToB,
o6cnyxuBatowumx run flat 1 UHP wnHbI.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Single arm/disk air operated bead breaker system
MHeBMaTUyeckasi cuctema oTxmMMa 6opTa LWNHBI C BpaLlarLwmmMes
OTXXUMHbIM O1CKOM

Reinforced Chassy and Tower
YcnneHHast KOHCTPYKLUMS OCHOBAHUS Y MOHTaXHOW CTONKM

Patented SMART LOCK ultra-quick wheel clamping system, through cone
and shaft with Smart Lock nut

3anaTeHTOBaHHasi BbICOKOCKOPOCTHasi cucteMa kpenneHus koneca SMART
LOCK Ha 3aXMMHOM (briaHLie C NOMOLLbIO CrieunanbHON BbICTPO3aXXUMHON
raviku

Equipped with QX touchless mount/demount system, Giuliano Patent
OcHalLieH MOHTaXHO-AEMOHTaXHbIM ycTporncTBoM QX ans paboTel 6e3
MCMOMNb30BaHNS MOHTaXXHOW NlonaTku (3KCKN03nBHLIN nateHT Giuliano)

Double rotation speed by pedal, clockwise (motoinverter)
[lBe CkOpOCTM BpaLLEeHNs1 3aXKMMHOTIO YCTPOWCTBA MO YacoBOW CTPerike,
ynpaeneHne nocpeacTBoM neganu (MHBepTepHas TEXHOMOrMs)

Tyre inflation by pedal (standard)
B cTaHaapTHY0 KOMMNeKTaumio BXOAMT YCTPOMCTBO Af1A HakaunBaHUst LWWH,
ynpaBrsiemMoe neganbto

Operated by pedal and control console
YnpaBneHne CTeHA0M OCYLLECTBISAETCH C MOMOLLbIHO KOHCOMU Y HOXKHbBIX
neganem

Equipped with Press Arm (standard)
B cTaHaapTHYH0 KOMMnekTauuio BXOAMT BCNOMOraTerisHoe YCTPOUCTBO
«TpeTbsi pyka» Press Arm

Suitable for Tyre Lift (optional)
Mogbemuuk ans konec Tyre Lift (qocTyneH B kavectse onumn)

Suitable for Tubeless tyre bead seating system (optional)
YCTPOWCTBO 41151 B3PbIBHOW HaKkayky GeckaMepHbIX LWNH
(@ocTynHo B Ka4ecTBe onuum)




SUPER-AUTOMATIC TOUCHLESS TYRE CHANGER WITH
DOUBLE BEAD BREAKER ARM

ABTOMATUYECKWUN LULUHOMOHTAXHbIW CTEH[ BE3
NCMONb30OBAHUA MOHTAXHOWM NOMNATKU C CUCTEMOW
OTXXUMA BOPTA C ABYMA ANCKAMMU

Lrossage Evo

Approved*

c € * Version available upon request | Bepcusa goctynHa no 4ononHUTeNnbLHOMyY 3anpocy



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range
[nameTtp ob6oga o6cnyxmBaeMblx Konec

Max. tyre diameter
MakcumanbeHbIn AnameTp koneca

Max. tyre width
MakcvumanbHas WwrpuHa koneca

Bead breaker force at 10 Bar
Ycunue oTKUMHOIO UMnuHapa
(npv gaenexHun 10 6ap)

Operating pressure
Paboyee naBneHve

Power supply
HanpsbxeHne nutaHus

Motor power
MowHocTb anekTpoasuratens

Rotation speed
CkopocCTb BpaLleHUst

Pre-set tyre inflating pressure
MpenycTaHoBNEeHHOE AaBneHne Hakayku
LUMH

Net weight
Macca HeTTo

DIMENSIONS - PASMEPbI

2120

1185

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWWME

127 - 347
1200 mm (47”)

406 mm (16”)

12037 N

10 Bar (145 Psi)
220V - 1ph/2 speed
0,75 kw

7 -16 rpm

3,5 Bar (50 Psi)

415 kg

For top professional tyre specialists, servicing run flat and UHP tyres with
no tool/rim contact.

LLIMHOMOHTaXHbIN CTEHA ANA 6€CKOHTAaKTHOrO LUIMHOMOHTAaXa,
npepHa3sHa4yeH AnsA BbICOKONpPodecCUoHanbHbIX CneymManucTos,
obcnyxusatowmx run flat 1 UHP wuHbI.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Double arm/disk air operated bead breaker system
MHeBMaTMyecKkas cuctema omkuma 6opTa LWKHBI C ABYMSA BpaLlaloLMMucst
OTXKUMHbIMU AUCKaMU

Reinforced Chassy and Tower
YcuneHHas KOHCTPYKLMS OCHOBaHWSA N MOHTa)XHOW CTOWKM

Patented SMART LOCK ultra-quick wheel clamping system, through cone
and shaft with Smart Lock nut

3anaTeHToBaHHasi BbICOKOCKOPOCTHasi cucTema kpenneHus koneca SMART
LOCK Ha 3axMmMHOM (briaHLe C NOMOLLbIO CrieunanbHON ObICTPO3aXKUMHON
ranku

Equipped with QX touchless mount/demount system, Giuliano Patent
OcHallleH MOHTaXHO-AEMOHTaXHbIM ycTporUcTBOM QX 6e3 ncrnonb3oBaHus
MOHTa)XHOW nonaTtku (3KCKMo3mBHbIN nateHT Giuliano)

Double rotation speed by pedal both clockwise and counter-clockwise
(motoinverter)

[1Be CKOpPOCTM BpaLLEHNS 3aXXUMHOIO YCTPOMCTBA Kak MO YacOBOW CTpernke,
TaK 1 NPOTUB YaCcOBOW CTPESIKK, ynpaBrieHe NoCpeacTBOM neganm
(MHBEpTEepHas TexHomnorms)

Tyre inflation by pedal (standard)
B cTaHaapTHy0 KOMMNeKTaumio BXOAMT YCTPOMCTBO AS HakaunBaHUst LWWH,
ynpasrsiemoe nefanbo

Operated by pedal and control console
YnpaBneHue CTeHAOM OCYLLECTBMSETCS C MOMOLLbIO KOHCOSMM Y HOXHbIX
neganewn

Equipped with Press Arm (standard)
B cTaHaapTHYH0 KOMMnekTauuio BXOAMT BCNOMOraTerisHoe YCTPOUCTBO
«TpeTbs pyka» Press Arm

Suitable for Tyre Lift (optional)
MopbemHuk ansi konec Tyre Lift (qocTyneH B kauectse onumn)

Suitable for Tubeless tyre bead seating system (optional)
YCTpOWCTBO AN B3PbIBHOW HaKaykyu GeckamMepHbIX LUWH (4OCTYMNHO B
KavecTse onummn)

Quick pneumatic wheel locking through clamping chuck/cone (optional)
MHeBMaTMyecKkas cuctema KpenneHus Koreca (AOCTYNHO B Ka4eCTBE ONUMK)




SUPER-AUTOMATIC TOUCHLESS ROBOTIC
TYRE CHANGER

ABTOMATUYECKUUA POEOTU3UPOBAHHbIW
LUIWHOMOHTAXHbIU CTEHA1 BE3 UCIOJIb3OBAHUA
MOHTAXHOW JNIONATKWN

Dueen

c € * Version available upon request | Bepcusa octynHa no 4ononHUTeNnbHOMy 3anpocy



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range
[nameTtp ob6oga o6cnyxmBaeMblx Konec

Max. tyre diameter
MakcumanbeHbIn AnameTp koneca

Max. tyre width
MakcvumanbHas WwrpuHa koneca

Bead breaker force at 10 Bar
Ycunue oTKUMHOIO UMnuHapa
(npv gaenexHun 10 6ap)

Operating pressure
Paboyee naBneHve

Power supply
HanpsibkeHne nutaHuns

Motor power
MowHocTb anekTpoaBuratens

Rotation speed
CkopocCTb BpaLleHusi

Pre-set tyre inflating pressure
MpenycTaHoBNeHHOE AaBneHne Hakayku
LUMH

Net weight
Macca HeTTo

DIMENSIONS - PASMEPbI

1800

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWME

127 - 347
1200 mm (47”)

406 mm (16”)

14406 N

10 Bar (145 Psi)
220V - 1ph/2 speed
0,75 kW

7 -16 rpm

3,5 Bar (50 Psi)

515 kg

For top professional tyre specialists, servicing run flat and UHP tyres with
no tool/rim contact.

LLIMHOMOHTaXHbIN CTeHA ANA 6eCKOHTAaKTHOro LIMHOMOHTaXa,
npeAHasHa4veH Ans BbICOKONpodecCMoHarnbHbIX CneunanmcTos,
o6cnyxuBatowmx run flat 1 UHP wuHbL.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Double arm/disk air operated bead breaker system
MHeBMaTMyeckas cuctema omkuma 6opTa LWKHBI C ABYMSA BpallaloLMMucs
OTXXKUMHbIMWU AUCKaMU

Equipped with total touchless mount/demount tool
OcHalLeH 6eCKOHTaKTHbIM MOHTaXXHO-AEMOHTaXHbIM UHCTPYMEHTOM

Double rotation speed by pedal and motoinverter
[lBe ckopoCTM BpaLLEeHNs 3aXXMMHOIO YCTPOWCTBA Ha OCHOBE NHBEPTOPHON
TEXHONOruK, ynpasneHne nocpeacTBOM neaany

Patented SMART LOCK ultra-quick wheel clamping system, through cone
and shaft with Smart Lock nut

3anaTteHToBaHHasi BbICOKOCKOPOCTHas cuctema kpenneHust koneca SMART
LOCK Ha 3axmmMHOM (brnaHue ¢ NOMOLLbIO CneunanbHON BbICTPO3aXKUMHON
ramkm

Wheel positioning through motorized clamping chuck and laser pointer
Mo3nLUMOHNPOBaHMWE Korneca C MOMOLLbIO MOABUXKHOMO 3a)KMMHOIO YCTpocTBa
1 NasepHbIX ykasaTenen

Tyre inflation by pedal (standard)
B cTaHaapTHy0 KOMMNeKTauuio BXOAMT YCTPOMCTBO Af1S HakaunBaHUst LWWH,
ynpasrsiemoe nearsnbo

Operated by pedal and joystick
YnpaeneHne CTeHAOM OCYLLECTBSIETCA C MOMOLLBIO IXKOACTUKA U HOXHbIX
neganen

Equipped with Press Arm (standard)
B cTaHgapTHyto KOMMNNeKTauuio BXOAMT BCOMOraTenbHOe YyCTPONCTBO
«TpeTbsi pyka» Press Arm

Suitable for Tyre Lift (optional)
Moabemuunk ans konec Tyre Lift (qocTynen B kavectse onumn)




SUPER-AUTOMATIC NEXT GENERATION TOUCHLESS
TYRE CHANGER

ABTOMATUYECKUW LULMHOMOHTAXHbIV CTEH, HOBOIO
NOKONEHUA BE3 UCIOJIb3OBAHUA MOHTAXXHOW JTOMNATKU

The Boss

Approved

Approved

C€



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range
[nameTtp ob6oga o6cnyxmBaeMblx Konec

Max. tyre diameter
MakcumanbeHbIn AnameTp koneca

Max. tyre width
MakcvumanbHas WwrpuHa koneca

Bead breaker force at 10 Bar
Ycunue oTKUMHOIO UMnuHapa
(npv gaenexHun 10 6ap)

Operating pressure
Paboyee naBneHve

Power supply
HanpsibkeHne nutaHuns

Hydraulic pump motor power
MoluHoCcTb anekTpogsuratens
rMApOCTaHLMN

Clamping chuck motor power
MoLHoCTb NpMBOAHOIO aMneKkTpoaBuraTens

Chuck rotation speed
CKOpOCTb BpaLLEeHNs 3aXXMMHOro
ycTpowvcTBa

Pre-set tyre inflating pressure
MpeanycTaHoBNEeHHOE AaBneHNe Hakayku
LUNH

10” - 30”
1200 mm (47”)
406 mm (16)

12265 N

130 Bar (1885 Psi)

400V - 3ph
Variable speed

1,1 kW

0,75 kw

3-14 rpm

3,5 Bar (50 Psi)

Met weight 705 kg
acca HeTTo
DIMENSIONS - PABMEPbI
o) b ) '1
[

1940
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Super-automatic working station for fitting/removing all kinds of car &
LCV tyres with rims 10”-30".

BbicokoTexHonorn4yHaa pa6oyasi CTaHUus ANs MOHTaXa/geMoHTaxa
BCeX TUMORB LUMH aBTOMOOUIIEN U JNIErKMX KOMMEPUYECKUX TPAHCMOPTHbIX
cpeAcTB ¢ guameTpom ob6oaa ot 10” oo 30”.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

All functions hydraulic, controlled by soft touch panel
Bce ¢yHKUMM Ha OCHOBe rMApPaBNUYECKMX NMPUBOAOB, YpaBneHue
KOTOPbIMY OCYLLECTBNSAETCA NocpeacTsoM koHconu Soft Touch

Tyre assembly clamped in vertical position, to see and easy access both
sides

BepTukanbHoe nonoxeHne Kkoneca no3BonseT KOHTPONMpoBaTh 1
perynupoBarth Kaxaoe AeACTBME C 0BEeNX CTOPOH LLUUHBI

Automatic positioning of clamping chuck according to wheel size
ABTOMaTM4eCKOE NMO3NLMOHVMPOBaHNE 3aKMMHOTO YCTPONCTBA B
3aBMCUMOCTY OT pa3mMepoB Korneca

Fully automatic robotic finger tool for tyre fitting/removing operations
MonHocTblo aBTOMaTUYeckoe poboTU3NPOBaAHHOE
MOHTa)XHO-AE€MOHTa)XHOE YCTPOWCTBO, OCHALLEHHOE MOHTaXHbIM NanbLemM

Hydraulic spindle chuck controlled by pedal
YnpaBneHue BpalleHeM rnapaBnnyeckoro 3aMMHOro YCTPONCTBa
NPOVCXOANT NOCPEACTBOM HOXHOW neaan

Tyre inflation by lever (standard)
B cTtaHpgapTHy0 KOMNnekTaumo BXoAWT YCTPOMCTBO ANSi HAaKa4YMBaHWs
LUWH, ynpaBnsieMoe [XONCTUKOM

Equipped with Tyre Lift (standard)
OcHalleH NMHeBMaTUYECKMM NoAbEeMHUKOM Ans konec Tyre Lift

Equipped with Press Arm (standard)
B cTaHOapTHyl0 KOMMNeKTaLmo BXOAUT BCNOMOraTefibHoe YCTPOMCTBO
Press Arm




OPTIONAL ACCESSORIES FOR PASSENGER CAR &
MOTORCYCLE TYRE CHANGERS

AONOJNHUTEJIbHbIE AKCECCYAPbI AJA
LLIMHOMOHTAXHbIX CTEHOOB MO 3AMEHE WWH
NETKOBbIX ABTOMOBUITEN N MOTOLIUKIOB

T @”W

FPM456

Wheel clamping adaptor, allows clamping reverse mounted wheels, clutch center wheels and wheels with
no center hole, through adjustable pin plate to be locked on standard clamping chuck. Pins on face plate
are adjustable, according to shape, distance and number of lug holes on wheel. Different shape and length
extra pins available on demand.

ApanTtep Ons KpenneHus peBepCcUBHBbIX AMCKOB, AWCKOB C BbiCTynmawowyMu 6optamu un auckoB 6e3
LieHTpanbHOro OTBEpCTMSl. YHUBEpCcanbHbIN hniaHel, C perynupyembiMu LITUATaMU ycTaHaBnNMBaeTcs
Ha cTtaHaapTHbIM Ban. LUTudTel dnaHua moryT ObiTb OTperynmpoBaHbl B COOTBETCTBUMM C (DOPMOMN,
pPaccTosiHUEM 1 YUCITOM OTBEPCTUI Ha Ancke. Mo AONONHWUTENbHOMY 3anpocy MoryT ObiTe NpeaocTaBeHb!
LWTUTBI Pa3nUYHbIX (POPM 1 pa3MepoB.

LTK

LT TRUCK CONE KIT. Wheel clamping adaptor, allows clamping light truck and LCVs wheels with center
hole diameter from 75 to 220 mm. (3”-8,5”).

KOMIMJIEKT KOHYCOB LT TRUCK. Agantep no3BonsieT Npou3BoanTb KpenneHue konec

| MUKPOaBTOBYCOB U NETKNX KOMMEPYECKUX TPAHCMOPTHBLIX CPEACTB C AMaMETPOM LIEHTPaNbHOMO

oTBepcTus oT 75 go 220 mm (37-8,5”).

G-CLAMP

G-CLAMP Set. Helps adding extra bead-pressure points on top bead while assembling it. Kit includes 2
regular and one extra-size G-clamp.

KOMIMJEKT MOHTAXXHbLIX CTPYBLMWH. lNpegHasHaveHbl anst npwikuMa 6opta LWwuHbI, obneryarT
MOHTaX BepxHero 6opta LuHbl. KomnnekT BknoyaeT B cebsi 2 MOHTaXHble CTPYOLUMHBLI CTaH4apTHOMO
pa3vepa 1 1 60nbLLY0 MOHTaXHYIO CTPYOLIMHY.

RJP

SET OF RUBBER COATED JAW PROTECTORS. Provides extra grip to regular nylon jaw protectors, to
avoid rims slipping on jaws. Recommended in case of low power pressure in the plant.

KOMIMJIEKT [POTEKTOPOB C PE3VMHOBbLIM TMOKPLITUEM ONA 3AXUMHBLIX KYNAYKOB
NMOBOPOTHOIO CTOIJA. ObecneuynBaloT Hawumydllee CLEMNEHNE MO CPaBHEHWIO C HEWNOHOBLIMU
NpoTeEKTOpamMK, MNPeaoTBPALLAOT MNpocKanb3blBaHWE [MCKa Ha 3aXuMax MOBOPOTHOrO  crona.
PekomeHayoTCS NpY HEAOCTAaTOMHOM JAaBlieHUK B MHEBMOCUCTEME.

WL

WHEEL LIFT. Lifts tyre assembly up to tabletop or clamping chuck level, helping wheel clamping operations
in a safe way.

NMOOBEMHUK ANA KONEC WHEEL LIFT. MNMpegHasHayeH gns nogbema Konec A0 YPOBHSI MOBOPOTHOMO
CTONAa M 3aXXMMHOTO YCTPOWMCTBA, 3HAYUTENBHO YNPOLLAET 1 AenaeT 6esonacHee onepaumio KpenneHns
Koneca.

GUN

GUN TUBELESS TYRES JET BLAST KIT. Helps seating the bead properly during inflation operations,
when servicing low profiled tyres. Gravity helps easy GUN system to jet-blast air from top bead.

MOLYIb B3PbIBHON HAKAYK/ BECKAMEPHbIX LUMH. O6neryaet nocaaky 6opTa npy HakadMBaHnm
HM3KONPOMUIBbHBIX LWKH. MOLLHBIA NOTOK BO3AyXa HanpaBnseTcs B MPOMEXYTOK Mexay AUCKOM 1 LUMHOW
obecneuynBas nocagky 60pTOB LUNHBI HA ANCK.

OCK

QUICK CHANGE FITTING HEAD KIT. When fitted on operating arm, enables quickly replacing standard
supplied fitting head with nylon fitting head for total protection during fitting/removing operation. Further
fitting head models available upon request, for special rims (arched spokes, balloon type rims, thin steel
rims on soft tyres, etc.)

BbICTPOCBLEMHbLIV KOMMNEKT ANA 3AMEHbI MOHTAXHBLIX TONOBOK. Ycrawaenueaetcs Ha
MOHTaXHbIN LUTOK, NO3BONSAET ObICTPO 3aMEHUTb CTaHAAPTHYIO MOHTaXHYIO FOMIOBKY Ha MNacTUKOBYO AN
B6epexHoro BbIMOMHEHUsT onepauunii N0 MOHTaXy/AeMoHTaxy. Mo AONoNHUTENBHOMY 3anpocy MOryT ObITb
npepocTaBeHbl crneynanbHble MOHTaXHbIe FONOBKW ANA pa3HblX TMMNOB AWUCKOB (C BbIMYKNbIMW Cinuamm,
TOHKVMU CTanbHbIMU ANCKaMWN C MATKUMMW LUMHAMW 1 T.4.)



ox

QX LEVERLESS SYSTEM. Original tyre fitting/removing system, GIULIANO patent, with no use of tyre lever.
Suitable for conventional, low profiled and Run Flat tyres, enables to operate without traditional tyre bar, though
keeping the same tyre changing procedure used by tyre fitters.

MOHTAXHO-AEMOHTAXHAS CUCTEMA QX BE3 WCMNONb30BAHUA MOHTAXHOW TOMATKW
(skckmio3mBHaa 3anateHToBaHHasa TexHonorms GIULIANO). OpwuruHanbHOoe MOHTaXHO-AEMOHTaXKHOe
yctponctBo QX npegHasHayeHo ANS CTaHAapTHbIX, Hu3konpodwunbHelx M Run Flat wwH, nossonser
npon3BoAUTL paboTbl 6e3 NPYMEHEHUS MOHTaXKHOW FTOMAaTKW, COXPaHSAS NPUBbIYHBIA MOPSAOK UX BbINOMHEHWS,
KOTOPbIV UCMOMb30Barics cneyuannucTaMmm no LWMHOMOHTaXY [0 HacTOsILLEro BPEMEHM.

HELP

Additional pneumatic helper tower for fitting/removing low-profiled tyres: keeps the tyre bead into the drop
center, allowing an easy introduction of bead-lifting lever, as well as an easy removal of bottom bead; presses
top bead into drop center while mounting top bead.

[ononHuTenbHoe BCromMoraTtenbHoe NHeBMaTU4YeCcKoe YCTPOWCTBO «TPeTbs pykay Anst obrnerdyeHns MoHTaxa/
[EeMOHTaXa HU3KONPOMUIbHBIX LUKMH. YAepXvMBaeT GOPT LWWHbI B MOHTaXXHOM pydbe AMcKa, no3sonss Ges
3aTPyAHEHUIN BBECTU MOHTaXHYIO TONATKy W BbIMOMHUTE AEMOHTaX HUXKHEro 6opTa LUMHbI, yaepxusaer 6opT
LUMHBI B MOHTaXXHOM py4be MpY MOHTa)e BEpXHero boprta LnHbI.

PA

PRESS ARM. Additional pneumatic helper tower with 3 points articulated arm, keeps the bead of low profiled
and UHP tyres into the drop center until the top bead is completely set in position, as bead depressor pad
travels together with the tyre rotation.

PRESS ARM. [ononHuTensHoe BCrioMoraTenibHoe MHEBMAaTUYeCKoe YCTPOMCTBO «TPETbA pyka» C Tpems
LIAPHUPHBIMU COeAMHEeHUAMU. YaepxuBaeT 6opT HuskonpoduneHbix 1 UHP WwrH B MOHTaXHOM pyybe Ao
MOJTHOW NocaaKn BepxHero 6opTa LWWHbI Ha AnckK. IHCTpyMeHT npukrma 6opTa LWWHbI NPy BPaLLEHUN OBUXKETCH
BCnea 3a LUMHOM.

HP2

Additional pneumatic dual assist helper tower, combines the action of HELP and PRESS ARM towers in one
device.

[lononHnTensHoe BcnomoraTenbHOe MHEBMATUYECKoe YCTPOWCTBO «TPEeTbsl pyka» [ABOWHOIO [AelcTsus,
coBMeLLaeT B cebe xapakTepucTukn cpasy AByx BcnomoratenbHbix yeTponcts: HELP n PRESS ARM.

TAT

TOOLS & ACCESSORIES TRAY. Extra wide space provided for storing tools, valves and accessories with this
additional storage box, to fit on most of GIULIANO models, on both sides of the tyre changer.

AWKWK AnA MHCTPYMEHTOB N AKCECCYAPOB. BmecTuTENbHbIN AWMK ANS XPAHEHUSS UHCTPYMEHTOB U
KoMMnekTyowumx. MNogxoauT Anst yCTaHOBKM Ha GOMbLUMHCTBO LUMHOMOHTaxHbIX cTeHaoB GIULIANO, B Tom
yucrne ¢ ABYX CTOPOH.



OPTIONAL ACCESSORIES FOR PASSENGER CAR &
MOTORCYCLE TYRE CHANGERS

AONONHUTENBbHbLIE AKCECCYAPBLI ANA
LLIMHOMOHTAXHbIX CTEHOOB MO SAMEHE WUUH
NETrKOBbIX ABTOMOBUITEN N MOTOLIUKINOB

UHP

WDK KIT. Nylon and rubber protectors, plus dedicated and specially designed bead depressor pad and
disk, and bead loosener stroke limiter guarantee the proper design to fulfill German WDK mount/demount
procedure on Run Flat and UHP tyres.

KOMIMNEKT WDK. MpoTekTopbl M3 HelroHa 1 pesuHbl, MHCTPYMEHT M AMCK crieuunansHo pas3paboTaHHble
ans npwkuma 6opta wuH UHP, a Takke orpaHuuntenb xoda YCTpoWCTBa OTXMMa GopTa no3somnsor
NPaBUMbHO BbIMOMNHATL MOHTax/gemoHTax Run Flat 1 UHP wwnH B cooTBeTCcTBUM C AENCTBYHOLLMMMU
npaesunamu Hemewkown opraHusauun WDK.

AWF

AIR FILTER/WATER TRAP. Refrain dirt and dust in common air feeding systems to enter the tyre changer
air circuit and damage rubber parts in it, such as cylinder seals. Also traps moisture in excess in air feeding
system, to avoid it creating rust on tyre changer air operated parts.

PUNBTP-PEMYNATOP OABNEHUA. MpepnoTepallaet nonagaHue Nbinv U rpsiaun B CUCTEMY NOAAYM CKaToro
BO3[yXa, WUCKIOYas BO3MOXHOCTb MOBPEXAEHUA BHYTPEHHUX PE3UHOBbLIX AeTanei LUMHOMOHTaXHOM
cTeHaa, TakuMx Kak ynnoTHeHus umnuHgpa. Kpome Toro, npegotBpalyaer obpasoBaHWe KOHAeHcaTa
B CUCTEME MoJdayM CXaToro Bo3gyxa, MO3BOMsAA M3GexaTb 06pa3oBaHWs PaBYMHbI Ha BHYTPEHHUX
KOMTMOHEHTaX LUMHOMOHTaXHOro cTeHa.

BAR-G

TYRE INFLATION GAUGE, CE APPROVED.
Inflates tyres on board the tyre changer; pressure scale in BAR.

YCTPOWCTBO A1 HAKAYMBAHUA LLIMH, EC.
lMpeaHa3HayYeHo AN Haka4YMBaHUS LUWH HA LUIMHOMOHTAXXHOM CTeHAE; eanHuLbl namepexuns [BAP].

RSI-G

TYRE INFLATION GAUGE, EXTRA EU.
Inflates tyres on board the tyre changer; pressure scale in PSI

YCTPOVICTBO [J151 HAKAYMBAHMS LWIWH, HE EC.
I'Ipe,qHaaHatleHo Ana HakadmBaHUA LLUWH HA LULMHOMOHTaXXHOM CTeHAe; eAUHULbI UaMepeHns
[OYHT/OIONM?].

MOTO-AD

MOTORCYCLE WHEEL CLAMPING ADAPTORS SET.
Suitable for any kind of car tyre changers turntable in GIULIANO range, allows easy clamping of motorcycle
and scooter wheels from 6” to 23”, when mounted on standard jaws.

KOMMNEKT ADANTEPOB A51A KPEMJEHNA KONEC MOTOLMKNOB.

CoBMECTUM C NoGbIM TUMOM LUIMHOMOHTaXHbIX cTeHaoB GIULIANO no 3ameHe LIMH aBToMoOUNen.
YcTaHaBnMBatoTCsl Ha 3a)kKMMbl MOBOPOTHOMO CTOMA, MO3BOMSIOT C JIErKOCTHIO KPEMUTL KOleca MOTOLIMKIIOB
1 CKyTepOB ¢ aumeTpomM oboga ot 6” go 23”.

ATV-AD

EXTRA HIGH MOTORCYCLE WHEEL CLAMPING ADAPTORS SET.
Adds 1,5” extra height to regular motorcycle adaptors set, to allow clamping ATV wheels and motorcycle
wheels with brake drum included.

KOMIJIEKT AOAMNTEPOB OJ1A KPEMNEHWA BONbLWWX KOJIEC MOTOUKMKIIOB.

[aHHbIN KOMNMNEKT 3aXMMHbIX aganTepoB MMeeT AOMNONHUTENbHY BbicoTy 1,5” no cpaBHeHWo ¢
OObIYHBIM KOMMIIEKTOM aganTepoB Ansi KPEnneHus Konec MOTouuknoB. MNoaxoaut ons KpenneHus Konec
MOTOBE3[EX00B U MOTOLIMKIIOB C YCTaHOBMEHHbIMY TOPMO3HbIMU GapabaHamu.

PED-G
PEDAL INFLATION SET. Installed on the side of the tyre changer, provides inflation system on board the

tyre changer, activated by pedal.
Avaliable with gauge in both BAR or PSI scale.

YCTPOMUCTBO [ONA HAKAYMBAHMA C MEOAJNBHbLIM YMPABIEHMEM. Ycranasnueaetcs Ha
MOHTaXXHYH CTOMKY LUMHOMOHTaXHOro CTeHAa, YCTPOWCTBO MpedHa3Ha4YeHo Ansi HakauvMBaHusl LUWH Ha
LUMHOMOHTa)XHOM CTEHZEe, yNpaBreHe HakauBaHUEM NPOVUCXOANT NOCPEACTBOM neganu.

MocTaBnsieTcst Kak ¢ cucTeMoit namepenus [BAP], Tak n [GYHT/OHONM?.



MANUAL BEAD DEPRESSOR. Works with same procedure of HELP extra helper tower, but activated by hand
power. Fits on bracket installed at the botfom of operating arm.

PYYHOW WMHCTPYMEHT ONA MPMXUMA BOPTA LUMHBI. PaboTtaeT Tak e, Kak M AOMOSHUTENbHOE
BcrnomoratenbHoe yctponctso HELP, HO npuBoauTcs B AeWCTBUE OaBfeHWeM pyK. YCTaHaBnvMBaeTcs Ha
KPOHLUTENH, pSAOM C MOHTaXXHOW rONOBKOM.

PAD

MANUAL BEAD DEPRESSOR WITH EXTENDABLE TRAVELLING PAD.
Works with same procedure of PRESS ARM extra helper tower, but activated by hand power. Fits on bracket
installed at the bottom of operating arm.

PYYHOW MHCTPYMEHT ONA MPVXXUMA BOPTA LUMHBI C PASABMXXHbBIM PbIYATOM.
PaboTtaeT Tak xe, kak n 4OMONHUTENbHOE BCnomoraTenbHoe yctporicteo PRESS ARM, Ho npuBoauTcs B
OencTBMe AaBrneHneM pyk. YCTaHaBNMBaETCH KPOHLUTENH, PSAOM C MOHTaXHOW FrOfIOBKON.

Tyre-Changer Model | Mogenb LULMHOMOHTaXHOFO CTEHAA

s116 | s116 | Maxi | s226 | s226 | s228 | s228 | s228 | s234 | sx234 | Crossage | Crossage | Queen | The
Bike Pro Pro Pro Evo Boss
Duo
FPM456 - - - - - - - - - - OPT OPT OPT | OPT
LTK - - c - = - 2 - - - OPT OPT OPT | OPT
G-CLAMP - OPT OPT OPT OPT OPT | OPT OPT OPT OPT OPT OPT OPT OPT
RJP - OPT OPT OPT OPT OPT OPT OPT OPT OPT - - - -
WL - - - - - - - - OPT OPT OPT OPT OPT STD
GUN OPT | OPT OPT OPT OPT OPT | OPT OPT OPT OPT OPT OPT OPT -
QCK OPT OPT OPT OPT OPT OPT OPT OPT OPT OPT - - - -
Qx - - - OPT OPT OPT OPT OPT OPT OPT STD STD - -
HELP - - - OPT - OPT - STD STD - STD STD STD STD
PA OPT | OPT OPT OPT - OPT - STD STD - STD STD STD STD
HP2 - - - OPT STD OPT STD - - STD - - - -
TAT 5 OPT | OPT | OPT s OPT c c c 5 s 5 c o
UHP - - - - OPT - OPT | OPT | OPT OPT OPT OPT OPT | STD
AWF OPT OPT OPT OPT OPT STD STD STD STD STD STD STD STD STD
BAR-G OPT OPT OPT OPT OPT - - - - - - o o o
PSI-G OPT | OPT OPT OPT OPT - - - - - - - - =
MOTO-AD - OPT OPT OPT OPT OPT | OPT OPT OPT OPT - - - -
ATV-AD - OPT OPT OPT OPT OPT | OPT OPT OPT OPT - - - -
PED-G OPT OPT OPT OPT OPT STD STD STD STD STD STD STD STD STD
HD OPT OPT OPT OPT OPT OPT OPT OPT OPT OPT - - - -
PAD OPT OPT OPT OPT OPT OPT OPT OPT OPT OPT - - - -




TRUCK TYRE CHANGER 14” - 26”

LUMHOMOHTAXHbIV CTEHQ ANA 3AMEHbDI LUMH rPY30BbIX
ABTOMOBMUIIEX C AUAMETPOM AUCKOB OT 14” - 26”

5554




STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range

Ouametp o6oga obcnyxmBaembix Konec

Max. tyre diameter

MakcumanbHbIn AnameTp koneca

Max. tyre width

MakcvmanbHas WwrpuHa koneca

Bead breaker force

Ycunuve ycTponcTea omkmnma 6opTa LKHbI

Operating pressure
Pabouee nasneHue

147 - 26"
1200 mm (47”)
780 mm (30”)
18300 N

130 Bar (1885 Psi)

For truck and bus fleets, suitable for both tube and tubeless tyres.

[ns rpy3oBbIX aBTOMOGUNEN n aBTobycoB, NoAXOAUT KaK Ansi
KaMepHbIX, Tak U AN 6eckaMepHbIX LUWH.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Hydraulic movement of clamping chuck holding arm (up-down)
lMoponpmBoa nepeMeLLeHns KOHCOMN 3aXKMMHOrO YCTponcTBa
(BBEPX - BHU3)

Hydraulic travel movement of operating arm carriage (left-right)
MMaponpmBog NepemMeLLeHnst KapeTk MOHTaXHO-AEMOHTaXHOTO
VHCTPYMeHTa (BNeBo - BNpaBo)

Power supply 400V - ?Ph Operating arm manual tilting
HanpsixeHve nutaHus 230V - 1ph Pblyar MOHTaXKHO-AEMOHTaXXHOTO MHCTPYMEHTA OTKIOHSAETCS BPYYHYIO
Hydraulic pump motor power Double tool (disk + finger) manual rotation
MoLlHocTb anekTpoasuratens 0,75 kW (3ph) CMeHa MOHTaXHOro MHCTPYMEHTA (AUCK OTXMUMa GopTa LUKHbI +
rmapocTaHuun MOHTaXHbIV NaneL) NyTéM BpaLLeHusi, OCYLLECTBSIETCS BPYYHYIO
Clamping chuck motor power 1.1 KW (3ph Wheel clamping by face plate, cones and ring nut
" . (3ph)

OLLHOCTb NPMBOAHOIO anekTpoaBuraTens KpenneHuve koneca Ha nnaHwwanbe nocpeacTtBOM KOHYCOB U
Net weight 400 kg 6bICTPO3aXXMMHON ranku
Macca HeTTO Operating arm and clamping chuck arm facing each other
Max. Tyre Assembly weight 1500 k Mo3numMoHNpoBaHMe Koneca OTHOCUTESNbHO MOHTaXHO-AEMOHTAXHOrO
MaKcUMansHas Macea Koneca g WHCTPYMEHTa NPU NOMOLLM KOHCOSM 3a)XMMHOTO YCTPOWCTBA C

rMaponp1BoaoM

All motions controlled by joysticks

DIMENSIONS - PASMEPbI Bce aBWXeHUsi KOHTPONUPYTCS MOCPEACTBOM KOHCOMNW yrnpaBneHus

Safety switches and electric circuit breakers for both pump motor and
chuck motor

OnekTpoaBurateny ruapocTaHLuum 1 NpMBOAA 3aXKMMHOIO YCTPONCTBa
o6opyaoBaHbl 3aLUTHLIMU cUcTeMamu 6e3onacHOCTH

1160

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWME

O v




TRUCK TYRE CHANGER 14” - 26”

LULMHOMOHTAXHbIW CTEHA ANA 3AMEHbI LLUUH
rPY30BbIX ABTOMOEBUIIEX C AUAMETPOM

ANCKOB OT 14” - 26”

55547



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU
For truck and bus fleets, suitable for tubeless tyres only.

Rim clamping range

14” - 26" Ona rpy3oBbiXx aBTOMOOMNEN U aBTOOYyCcOB, NpefHa3Ha4yeH TOJNbKO
OnameTtp oboga o6cnyxmMBaembix Konec

Ans 6eckaMepHbIX LUKWH.

Max. tyre diameter

MakcumanbHbIn AnameTp Koneca

Max. tyre width Y FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

M 780 mm (30”)
akcumarnbHas LUMpuHa Koreca

1200 mm (47”)

Bead breaker force Hydraulic movement of clamping chuck holding arm (up-down)
Yeunue ycTpoiicTea oTxuma 6opTa WnHbI 18300N MMoponpmBog NEpPeMELLEHNs KOHCOSN 3aXKMMHOrO YCTPOMCTBa
(BBEPX - BHU3)

Operating pressure .
PaGouee naBneHme 130 Bar (1885 Psi) Hydraulic travel movement of operating arm carriage (left-right)
aoponpvBoa  nepemelleHnst  KapeTkM  MOHTaXHO-AEMOHTaXHOro
Power supply 400V - 3ph MHCTpYMeHTa (BMeBo - BNpaso)
HanpspkeHne nutaHus 230V - 1ph
. Operating arm manual tilting

Hydraulic pump motor power Pbluar MOHTaXHO-AEMOHTaXHOTO UHCTPYMEHTA OTKIOHSETCS BPYUHYIO
MoLluHocTb anekTpoasuratens 0,75 kW (3ph)
TMAPOCTaHLIM Wheel clamping by face plate, cones and ring nut

. Kpennenve koneca Ha nnaHwanbe noOcCpeacTBOM KOHYCOB U
Clamping chuck motor power 1.1 KW (3ph) BLICTPO3AKUMHOI raiiku
MoLLHOCTb NPMBOAHOIO 3NeKTpoaBuraTens ’ ) ) .

_ Operating arm and clamping chuck arm facing each other
Net weight 380 kg Mo3nUMOHMPOBaHME Koneca OTHOCUTENbHO MOHTaXHO-AEMOHTaXHOro
Macca HeTtTo WHCTPYMEHTA MPU TMOMOLUM KOHCOMW 3aKMMHOTO YCTPOWCTBA C
Max. Tyre Assembly weight 1500 kg TMApPONpMBOAOM
MaxkcvmansHas macca koreca All motions controlled by joysticks

Bce OBWKEHWS KOHTPONUPYOTCA NOCPEACTBOM KOHCOSM YNpaBneHnst

DIVIENSIONS - PASMEPbI Safety switches and electric circuit breakers for both pump motor and

chuck motor
3nekTpoaBurateny rMapocTaHLuMM U NpuBoda 3aXWMHOMo YCTponcTsa
obopyaoBaHbl 3aLUTHLIMU cUCTEMaMy Ge30MacHOCTU

Suitable for installation of additional extra arm + roller, for faster bead
breaking, mounting and demounting operation (optional)

MoaxoauT AN YCTaHOBKM [OMOMHUTENBLHOMO pbldara C MOHTaXHbIM
ponukoM, Ans ObICTPOro BLINOMHEHVA oOnepauun omxkuma 6Goprta
LUMHBI, MOHTaXa U AeMOHTaxa 6opToB LWWHbI, C 060KX CTOPOH Koneca
(nocTaBnsieTcst 4ONONHUTENBHO)

1160

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWWME




TRUCK TYRE CHANGER 13” - 27”

LLUIMHOMOHTAXHbIN CTEHA AJ151 3BAMEHbI LWWH
r'PY30BbIX ABTOMOBUIJIEN C OUAMETPOM ONCKOB
OT 13”7 - 27”

5557



STANDARD FEATURES - TEXHUYECKUE XAPAKTEPUCTUKU
For truck and bus fleets, professional truck tyre service and high volume

shops. Suitable for both tube and tubeless tyres.

Rim clamping range

13" - 27" .
[nameTp 06083 0BCHYXKMBAEMBIX KOMEC Ons rpy3oBbix aBTOMOOMNeit M aBTOOYCOB, NpodecCUOoHanbHbIX

aBTOCEPBMUCOB MO 3aMeHe LUMH rpy30BbLIX aBTOMOGUMEN U KPYMHbIX

Max. tyre diameter

1600 mm (63")

aBTOMacCTepPCKUX. MoaxoauT kak ansa KaMepHbIX, TaK U Ansa GeCKameprlx

MakcumanbHbIn AnameTp koneca

Max. tyre width

MakcumarbHast LiMpUHa Koneca 780 mm (307)

Bead breaker force

o 18300 N
Ycunue ycTpoicTBa oTxuMa 6opTa LWnHbI

Operating pressure

Pabouee nasnexHue 130 Bar (1885 Psi)

Power supply 400V - 3ph
HanpsikeHne nutaHusa 2speed
Hydraulic pump motor power

MowHocTb anekTpoasuratens 1,1 kW
rmgpocTaHuum

Clamping chuck motor power 1.3/1.8 KW
MoLLUHOCTb NPUBOAHOTO 3NEKTpoABUraTens

Net weight

Macca HeTTO 280
Max. Tyre Assembly weight 1500 kg

MakcnumaneHas macca koneca

DIMENSIONS - PASMEPbI

1270

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWME

LUWUH.

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Hydraulic movement of clamping chuck holding arm (up-down)
moponpueoa nepemeLleHns KOHCOMMU 3aXXMMHOTO YCTPOMCTBa
(BBEPX - BHU3)

Hydraulic travel movement of operating arm carriage (left-right)
lvpponpueoa nepemeLLeHns KapeTkn MOHTaXHO-AEeMOHTaXHOro
VNHCTPYMeHTa (BNeBo - BNpaBso)

Operating arm manual tilting and travelling on carriage
OTKMOHEHWe pblYara MOHTaXXHO-AEMOHTaXHOro0 MHCTPYMEHTaA 1
nepemeLleHve BAOMNb KapeTKW, OCYLLECTBNAETCS BPYYHYIO

Double tool (disk + finger) manual rotation
CMeHa MOHTa)HOro MHCTPYMEHTA (AUCK OTXMUMa GopTa LWUKHbI +
MOHTaXHbIV nanew) NyTém BpalleHNsl, OCYLLECTBISETCS BPYYHYHO

Wheel clamping by fully hydraulic operated jaws
KpenneHue koneca nocpeAcTBOM rmapaBnnyeckoro 3aKNMHOro
yCcTponcTBa

Operating arm and clamping chuck arm facing each other
Mo3nunoHnpoBaHmMe koneca OTHOCUTENBHO MOHTaXHO-4EMOHTaXHOTO
VHCTPYMEHTa Npu1 NOMOLLM KOHCOSN 3aXUMHOr0 YCTPOMCTBA C
rMaponpuBOAOM

All motions controlled by console and pedal box
Bce aBMXeHMA KOHTPONMPYHOTCA NOCPEACTBOM MOBUIbHOWN KOHCOMM
ynpaeneHus ¢ neganbHeIM Y3om

Emergency safety button on control console, for stopping all functions
3aLUWTHBIN BbIKMOYaTENb HA KOHCOMNMW YNpaBneHns Ans aBapuiHown
OCTaHOBKM paboTbl cTeHaa

Suitable for control console installation on pivoting arm (optional)
B03MOXHOCTb YCTAHOBKM KOHCOSM YMpaBneHnst Ha MOBOPOTHOM pblyare
(nocTaBnsieTcst 4ONONMHUTENBHO)

Rim center hole clamping range @ 80 - 700 mm
MpeaycMoTpeHo KpenneHue Komec ¢ AnamMmeTpoM LieHTpasnbHOro
oTtBepcTus @ 80 - 700

Clamping chuck minimum height from ground 330 mm (center)
MuHumanbHasa paboyas BbicoTa 3aXXKMMHOM0O naTpoHa - 330 Mm
(oT ueHTpa naTpoHa Ao 3emnn)




TRUCK TYRE CHANGER 13” - 27”
FOR MOBILE TYRE SERVICE

LLMHOMOHTAXHbIWN CTEHA, ANA MOBUINbHOIO
CEPBUCA MO 3AMEHE LLUMH rPY30BbiX ABTOMOEUITIEN

Cc AMAMETPOM AUCKOB OT 13” - 27”

55617




STANDARD FEATURES - TEXHUMECKUE XAPAKTEPUCTUKH For mobile service of truck, bus and road transportation vehicle tyres, fits

in most popular commercial vans. Suitable for tubeless tyres only.

Rim clamping range 13- 277

Avametp o6oga obcnyxmeaembix Korec LLIMHOMOHTaXHbIN CTeHA ANs MOOWNbLHOro cepBuca MO 3aMeHe LWH
Max. tyre diameter 1600 mm (63" rpy3oBbIX aBTOMOOUIeN, aBTOOYCOB 1 [OPOXHO-TPAHCMOPTHOW TEXHUKU.
MakcuMarnbHbIit AMameTp Koneca MoaxopuT ANA ycTaHOBKA B OONbLUIMHCTBO Haubornee nonynspHbIX

. KkoMmepyeckux cpyproHos. lNpeaHasHavyeH AnA 6eckamMepHbIX LWH.
Max. tyre width

i 870 mm (34”)
akcumMaribHada WnpuHa Koneca

FUNCTIONS - TEXHUWYECKOE OMNMMUCAHUE
Bead breaker force 16900 N

YCUnve YCTpoiicTBa OTKUMa GopTa LHI Hydraulic movement of clamping chuck holding arm (up-down)

FM,qpoanBo,q nepemeLleHna KOHCOJIN 3aXXMMHOro yCTpOﬁCTBa

Operating pressure ; BBEPX - BHU3
Paboyee paBneHvie 120 Bar (1740 Psi) (escp . : . . .
Hydraulic travel movement of operating arm carriage (left-right)

Power supply . maponpuBoa nepemeLleHns KapeTKN MOHTa)XHO-AEMOHTaXHOro
400V - 3ph

HanpseHve nutaHus VHCTpYMeHTa (BMeBO - BNpaBo)
Hydraulic pump motor power Operating arm manual tilting and travelling on carriage
MoLwuHocTb anekTpoasurarens 1,1 kW OTKITOHEHMUE pblyara MOHTaXHO-AEMOHTAXHOMO UHCTPYMEHTa 1
rmapocTaHuun nepemeLleHne BAoNb KapeTKu, OCYLLECTBNAETCA BPYUHYHO
Clamping chuck motor power 11 kW Wheel clamping by fully hydraulic operated jaws
MoLHoCTb Np1BOAHOIO SneKTpoaBUraTens ’ KpenneHue koneca nocpecTBOM rMapaBnnyeckoro 3aXXMmMHoOro

. yCTponcTBa
Net weight 860 kg

Macca HeTTO Machine installation from the side or back door of the van
CTteHp MoXeT BbITb YCTAHOBNEH Kak Yy BOKOBOW, Tak 1 y 3agHen ABepu

1000 kg dyproHa

Clamping chuck holding arm tilts outside the van-door. Folds back inside
the van after use

DIMENSIONS - PASMEPbDI KoHcornb 3aKMMHOro yCTPOMCTBa ONycKaeTcst Yepes ABEPHOW Npoem
dhyproHa v cknagpiBaeTcsi 06paTHO Nocne UCnonb3oBaHUs

Max. Tyre Assembly weight
MakcumanbHas macca koreca

All motions controlled by joysticks and pedal box
Bce ABMXKEHUSt KOHTPOMNMPYHOTCA NOCPEACTBOM MOBUITIBHON KOHCONU
ynpaBneHus ¢ negasnbHbIM Y3rom

Emergency safety button on control console and generator, for stopping
all functions

3alUWTHBIN BbIKIOYaTENb HA KOHCOMMW YNpaBneHus U reHepatope Ans
aBapuiiHOM OCTaHOBKM paboTbl cTeHaa

Rim center hole clamping range @ 80 - 700 mm
MpenycMoTpeHo KpenneHue Komec ¢ AnamMmeTpoM LEHTPasbHOro
otBepctus @ 80 - 700 Mm

1580

Clamping chuck minimum height from ground 330 mm (according to
van’s floor height)

MuHumanbHasi paboyasi BbicoTa 3aXMMHOro natpoHa - 330 mm (B
3aBUCKMOCTU OT BbICOTbI LIACCK PyproHa)

Available in version without generator and compressor (optional)
See generator and compressor specs here below

HocTyneH 6e3 reHepaTopa 1 Komnpeccopa (Mo JONONMHUTENIbHOMY
3anpocy). TexHu4eckne xapakTepucTuki reHepatopa 1 kKomnpeccopa
yKa3aHbl HUXE.

GENERATOR - TEHEPATOP

Power [ MoLLHOCTb 10,6 kW
Supply | Tutanue Diesel
Cooling | OxnaxneHne H,O

COMPRESSOR - KOMIMPECCOP

Capacity | O6bEM pecuBepa 100 It
STANDARD ACCESSORIES - CTAHOAPTHbIE KOMMMNEKTYIOLWMWE

Air flow / Mpon3BoanTENbHOCTL 650 It/min

Voltage | HanpspkeHve nutaHus 230V 1ph/ 400V 3ph

Also equipped with 2 air feeding plugs and hoses, complete with coilers mt. 10,
plus one extra electric plug for connecting 220V-1ph outlet.

Mmeer 2 Bbixoga Ans MOQKMHOYEHWS K CUCTEMaM Modavn cxaToro Bo3gyxa
M WMaHrM Ans NoAKMYeHUs MHEBMATUYECKUX YCTPOWMCTB, B KOMMIEKTE C
kaTywkamu 10 M, a Takke oAMH AOMOMHUTENbHBI 3NEKTPUYECKUI pasbem Ans
noaknioyeHunsa 220B - 1d.




HEAVY DUTY TRUCK TYRE CHANGER 14” - 56”

LUMHOMOHTAXHbIA CTEHA ANA 3AMEHbI
LLUMH rPY30BbIX ABTOMOBUNEN U TAXENNbIX
TPAHCMNOPTHbLIX CPEACTB C ANAMETPOM
AOUCKOB OT 14” - 56”

55571 XL




STANDARD FEATURES - TEXHUYECKUE XAPAKTEPUCTUKA For truck, bus and Agriculture tyres, professional truck tyre service and
high volume shops. Suitable for both tube and tubeless tyres.

Rim clamping range without extensions
[nameTtp ob6oga o6cnyxmBaeMbix Konec 14” - 46”
6e3 yanuHutenen

Onsa rpy3oBbiX aBTOMOGWIIEN, aBTOGYCOB U CENlbCKOXO3ANCTBEHHbIX
MalluvH, NpoceccrnoHanbHbIX aBTOCEPBUCOB MO 3aMEHE LUWH rPy30BbIX
aBTOMOGMNEN M KPYNMHbIX aBTOMaCTEePCKMX.

Rim clamping range with extensions MoaxoauT Kak AnA KaMepHbIX, Tak U AnA 6ecKkaMepHbIX LUWH.

(optional) 14" - 56
OnameTtp obona o6ecnyxmBaemblix Konec ¢

YAMMHUTENAMY (ONLMOHENEHO) FUNCTIONS - TEXHUYECKOE OMUCAHVE

Max. tyre diameter

MakcumanbHbIn AnameTp koneca 2300 mm (30,57)

Hydraulic movement of clamping chuck holding arm (up-down)
Max. tyre width » mpoponpuBoa nepemeLLeHVs KOHCOMWU 3aXKMMHOTO YCTPOMCTBa
M 1100 mm (43”)

akcMmanbHas LW1puHa Koneca (BBEPX - BHU3)

Bead breaker force 26900 N Hydraulic travel movement of operating arm carriage (left-right)
Ycunve ycTpoicTBa oTxuMa 6opTa LWnHbI Mpponpueog NepemeLLeHnst KapeTkn MOHTaXKHO-AEMOHTaXXHOTo

. MHCTPYMeHTa (BNeBo - Bripas
Operating pressure CTpyMeHTa (BNeBo paso)

Pabouee pnaBnexue 130 Bar (1885 Psi)

Operating arm manual tilting and travelling on carriage
OTKNOHEHWe pblvara MOHTaXHO-AEMOHTaXHOTO MHCTPYMEHTa 1

T SR 400V - 3ph/2speed nepemeLleHne BOoNb KapeTKuM, OCYLLECTBNSETCA BPYYHYIO

HanpsikeHve nutaHus
Double tool (disk + finger) manual rotation

Hydraulic pump motor power
CMeHa MOHTaXHOro MHCTPYMEHTa (AUCK OTXXMMa bopTa LWnHbI +

MoLwHOCTb anekTpoasuratens 1,1 kW . -
FAPOCTAHLMI MOHTaXHbIV Nanew) NyTém BpaLLEHUs], OCYLLECTBNSETCS BPYYHYH
Clamping chuck motor power Wheel clamping by fully hydraulic operated jaws
1,3/1,8 kW KpenneHue koneca nocpecTBOM rMAPaBANYECKOro 3aXXMMHOIro
MoLLHOCTb NPUBOAHOIO 3NEKTPOABUraTens 9
ycTponcTea
Net weight 830 kg Operating arm and clamping chuck arm facing each other

Macca Heto rlOSI/ILlVIOHI/IpOBaHI/Ie KoJrieca OTHOCUTESIbHO MOHTaXXHO-AEMOHTaXXHOro

MHCTPYMEHTA NPW NOMOLLM KOHCOMM 3aXXV1MHOTO YCTPOCTBA C
rMaponpuBOAOM

Max. Tyre Assembly weight

1500 kg
MakcumanbHasa macca Koneca

All motions controlled by console and pedal box
DIMENSIONS - PA3MEPbI Bce aBmKeHNs KOHTPONMPYIOTCA NOCPEACTBOM MOOUITBHOWM KOHCOMU
ynpaeneHuns ¢ neganbHbIM Y3rom

Emergency safety button on control console, for stopping all functions
3aLUUTHBIN BbIKMIOYaTENb Ha KOHCOMKW YNpaBneHus ANsi aBapuinHon
OCTaHOBKU paboTbl cTeHaa

Suitable for control console installation on pivoting arm (optional)
B0O3MOXHOCTb YCTAHOBKW KOHCOMNW YNpaBneHns Ha NOBOPOTHOM pblyare
(nocTaBnseTcst AONONHUTENbBHO)

Rim center hole clamping range @ 80 - 1200 mm
MpenycmoTpeHo KpenneHve Kornec ¢ ANaMeTpoM LIeHTpanbHOro
oreepcTus @ 80 - 1200 mm

8B0 + 1840

Clamping chuck minimum height from ground 315 mm (center)
MuHumanbHas paboyas BbicoTa 3aXKMMHOFO naTpoHa - 315 Mm
(oT ueHTpa naTpoHa Ao 3emnu)

Suitable for remote control installation (optional)
BosmoxHa ycTaHOBKa CUCTEMbI AUCTAHLIMOHHOIO YNpaBneHus
(no gononHUTENBHOMY 3anpocy)

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJEKTYIOLWWMWE




AUTOMATIC HEAVY DUTY TRUCK TYRE CHANGER 14” - 56”

ABTOMATUYECKUM LLMUHOMOHTAXHbIN CTEHA ANA 3AMEHbI
LLIMH FrPY30BbIX ABTOMOBUIEN U TAXENbIX TPAHCMOPTHbIX
CPEACTB C AMAMETPOM OUCKOB OT 14” - 56”

55571 XILA



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKA

Rim clamping range without extensions
[unameTp o6oga obcnyxvBaembIx Konec 147 - 46”
6e3 yanuHutenen

Rim clamping range with extensions
(optional)

OnameTtp oboga o6CcnyxmBaembix Konec ¢
YANMUHUTENAMU (ONLMOHANBHO)

14" - 56"

Max. tyre diameter

MakcumanbeHbIn AnameTp koneca 2300 mm (30,57)

Max. tyre width

MakcumanbHas LWMPUHa Koneca 1100 mm (43 )

Bead breaker force

Ycunuve ycTpoincTsa oTxuma 6opTa LWnHbI 26350 N

Operating pressure

Pabouyee pnaBnexue 130 Bar (1885 Psi)

Power supply

HanpskeHve nutaHus ST = S 2 vz

Hydraulic pump motor power
MoLwHOCTb anekTpoasuratens 1,5 kW
rMApOCTaHUmu

Clamping chuck motor power

MoLHoCcTb NpMBOAHOIO aMneKTpoaBUraTens U e bt
Net weight

Macca HeTTO 850kg
Max. Tyre Assembly weight 1500 kg

MakcvumanbHas macca koneca

DIMENSIONS - PABMEPbI

8B0 + 1B40

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMIMJIEKTYIOLWME

For truck, bus and Agriculture tyres, professional truck tyre service and
high volume shops. Suitable for both tube and tubeless tyres.

Ona rpy3oBbiX aBTOMOOMNEN, aBTOGYCOB U CENbCKOXO3SIMCTBEHHbIX
MaLlUWH, NpodeccuoHanbHbIX aBTOCEPBUCOB MO 3aMeHe LUMH rpy30BbIX
aBTOMOGMNEeN M KpyMHbIX aBTOMacTepckux. [loaxoguT Kak Ans
KaMepHbIX, TaK U ANA 6eckamepHbIX LWWH.

FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Hydraulic movement of clamping chuck holding arm (up-down)
maponpvBoa nepemeLLeHNs KOHCOMW 3aXXUMHOTO YCTPOMCTBa
(BBEPX - BHU3)

Hydraulic travel movement of operating arm carriage (left-right)
MaponprBoa NepemeLLeHns KapeTkm MOHTaXHO-AEMOHTaXHOro
MHCTPYMEHTa (BNEeBO - BNpaBo)

Operating arm automatic tilting and travelling on carriage
YnpaBneHne OTKNMOHEHNEM pblyara MOHTaXHO-4EMOHTaXXHOro
WHCTpPYMEHTa 1 NepemMeLLeHneMm BAOMb KapeTKu, OCYLLECTBNSETCH C
MOGUIBHON CTOVKW, aBTOMaTUYECKH.

Double tool (disk + finger) manual rotation
CMeHa MOHTaXHOro MHCTPYMEHTa (AUCK OT>K1Ma bopTa LnHbI +
MOHTaXHbIV Nanew) NyTéM BpaLLEeHWUsi, OCYLLECTBNSAETCS BPYYHYIO

Wheel clamping by fully hydraulic operated jaws
KpenneHuwe koneca NocpeacTBOM MMApPaBANYECKOrO 3aXXUMHOTO
ycTponcTea

Operating arm and clamping chuck arm facing each other
Mo3numnoHMpoBaHne koneca OTHOCUTENBHO MOHTaXHO-AEMOHTaXHOTO
WHCTPYMEHTa NpU NOMOLLY KOHCOSMN 3aXXMMHOTO YCTPOMCTBA C
rMaponNpMBOAOM

All motions controlled by console and pedal box
Bce ABWMXEHUSI KOHTPONUPYHOTCS MOCPEACTBOM MOGUINBHOM KOHCONM
ynpaeneHusa ¢ negarnbHbIM y3nom

Emergency safety button on control console, for stopping all functions
3aWnTHbIN BbIKMOYATENb Ha KOHCONW YNpaBrneHust A5l aBapuiHom
OCTaHOBKW paboTbl cTeHaa

Suitable for control console installation on pivoting arm (optional)
B0O3MOXHOCTb YCTAHOBKM KOHCOMNW YNpaBeHnsi Ha NOBOPOTHOM pblyare
(nocTaBnseTcs AONONHUTENBHO)

Rim center hole clamping range @ 80 - 1200 mm
[peaycMOTpeHO KpenmneHne Konec ¢ AnameTpoM LieHTPanbHOro
oreepctus @ 80 - 1200 mm

Clamping chuck minimum height from ground 315 mm (center)
MuHumanbsHas paboyas BbicOTa 3aXUMHOrO naTpoHa - 315 Mm
(oT ueHTpa naTpoHa Ao 3emnu)

Suitable for remote control installation (optional)
Bo3moxHa ycTaHOBKa CUCTEMbI AUCTAHLIMOHHOIO YNpaBneHus
(Mo gononHUTENLHOMY 3anpocy)




SUPER-AUTOMATIC HEAVY DUTY TRUCK
TYRE CHANGER 14” - 56”

ABTOMATUYECKUWU LUWHOMOHTAXHbIWU CTEHA AN SAMEHbI LUWH
rPY30BbIX ABTOMOBEUIIEU U TAXEJbIX TPAHCIMOPTHbLIX CPEACTB C
AWAMETPOM OUCKOB OT 14” - 56”

........

For truck, bus and Agriculture tyres, professional truck tyre
service and high volume shops.
Suitable for both tube and tubeless tyres.

Ons rpy3oBbIX aBTOMOOUIEN, aBTOOYCOB U
CernbCKOXO3AMCTBEHHbIX MaLUUH, NpodecCUoHanbHbIX
aBTOCEPBMUCOB MO 3aMeHe LWWH rPy30BbIX aBTOMOGUNen u
KPYNHbIX aBTOMacCTepPCKUX.

MoaxoauT Kak Ans KaMepHbIX, TaK U Ans 6eckaMepHbIX LUUH.



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range without extensions | QunameTp o6oaa obcnyxuBaemMbix konec

6e3 yanuHuTenen =
Rim clamping range with extensions (optional) 14" _ 56"
Ounametp o6opa oGenyKMBaeMbIX KOMEC € YANMUHUTENSIMM (ONLMOHATIbHO)

Max. tyre diameter | MakcumanbHbIA AnameTp koneca 2400 mm (94,5”)
Max. tyre width | MakcumanbHas LwmpyHa koneca 1300 mm (517)
Power supply | HanpsixeHue nutaHus 400V 3ph - 2speed
Hydraulic pump motor power | MOLWHOCTb 3neKTpoaBuraTens ruapocTaHummn 1,8 kW
Gearbox motor power /| MowHOCTb NPUBOAHOMO 3NEKTpoaBUraTens 1,8/2,5 kW
Operating pressure | Pabovyee fasneHve 130 bar (1885 psi)
Bead breaker force | Ycunue yctponcrea omxuma 6opTa LWnHbI 36000 N
Net weight / Macca HeTTO 1025 kg
Max. Tyre Assembly weight | MakcumanbHas macca koneca 1800 kg

FUNCTIONS - TEXHWYECKOE ONMUCAHUE

Hydraulic movement of clamping chuck holding arm (up-down)
MmaponpuBog nepemMeLLeHnst KOHCOMM 3aXKMMHOIO YCTPONCTBA (BBEPX - BHU3)

Hydraulic travel movement of operating arm carriage (left-right)
MMaponpuBoa NEpeMELLEHNs] KapETKM MOHTaXHO-0EMOHTaXHOMO UHCTPYMEHTa (BNEBO - BNPaBo)

Operating arm automatic tilting and travelling on carriage
YnpaBneHue OTKIIOHEHWEM pblyara MOHTaXHO-OEMOHTaXXHOIO MHCTPYMEHTA U NepeMELLEHNEM BAOSb
KapeTKu, OCYLLECTBMASETCA C MOOUIBHOW CTOMKN, aBTOMaTUYECKU.

Double tool (disk + finger) automatic rotation
YnpaBneHne CMEHON MOHTaXXHOTO MHCTPYMEHTa (AUCK OTXKMMa BopTa LUMHBI + MOHTaXHbIN nanew) nyTém
BpaLLEHNs, OCYLLIECTBNSETCA C MOOWNBbHOW CTOMKN, aBTOMATUYECKN.

Wheel clamping by fully hydraulic operated jaws
KpenneHue koneca nocpeAcTBOM rMapaBinyeckoro 3aXWMHOIO YCTPoOMCTBa

Operating arm and clamping chuck arm facing each other
Mo3numoHupoBaHue Koneca OTHOCUTENbHO MOHTaXHO-AEMOHTaXXHOIO MHCTPYMEHTa NPy NMOMOLLY KOHCOMNM
3a)XKMMHOrO YCTPOWCTBA C rMapornpuBoOAOM

All motions controlled by console and pedal box
Bce ABWKeHUS KOHTPOSIMPYHOTCS MOCPEACTBOM MOBUITbHOWM KOHCONMW YNPaBReHUs C NeAanbHbIM y3roM

Emergency safety button on control console, for stopping all functions
3almTHBI BbIKIOYaTENb Ha KOHCOMW YrpaBrieHNs Ans aBapyitHOM OCTaHOBKM paboThl

Suitable for control console installation on pivoting arm (optional)
B03MOXHOCTb YCTAHOBKM KOHCOMW YNpaBneHnsi Ha NOBOPOTHOM pblyare (MOCTaBRSIETCA AONONHUTENBHO)

Rim center hole clamping range @ 80 - 1200 mm
MpenycmoTpeHo KpenneHve Kornec ¢ AnameTpom LeHTpanbHoro oteepcTus @ 80 - 1200 mm

Clamping chuck minimum height from ground 315 mm (center)
MuvHnmManeHas paboyast BeicoTa 3aXMMHOTO naTpoHa - 315 MM (OT LieHTpa naTpoHa A0 3eMnu)

Suitable for remote control installation (optional) / BosamoxHa ycTaHOBKa CMCTEMbI AUCTAHLMOHHOTO
ynpaenexus (no AOMNOHATENIbHOMY 3anpocy)

DIMENSIONS - PASMEPbI

970 » 1800

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMMNNEKTYIOLWWNE




SUPER-AUTOMATIC HEAVY DUTY TRUCK TYRE CHANGER 14" - 56”

ABTOMATUYECKUA LULWUHOMOHTAXHbIW CTEHA ANSA 3AMEHbI LLWH NPY30BbIX
ABTOMOBWIIEN U TAXENbIX TPAHCNOPTHbIX CPEACTB C AUAMETPOM
ANCKOB OT 14” - 56”

5558

For truck, bus and Agriculture tyres, professional truck tyre service
and high volume shops.
Suitable for both tube and tubeless tyres.

[ns rpy3oBbix aBTOMOGUNEN, aBTOOYCOB U CENbCKOXO3AMCTBEHHbIX
MalUvH, npod)ecCUOHanbHbIX aBTOCEPBUCOB MO 3aMeHe LUMH
rpy30BbIX aBTOMOOUNEN U KPYNHbIX aBTOMACTEPCKUX.

MoaxopuT Kak Ana KamMmepHbIX, Tak U AnsA 6eckamMepHbIX LWWH.



STANDARD FEATURES - TEXHUWYECKUE XAPAKTEPUCTUKU

Rim clamping range without extensions | OuameTp o6oaa ob6cnyxuBaembix konec 6e3 yanuHutenemn

Rim clamping range with extensions (optional) /| QuameTp o6oaa o6cnyxuBaemblx Konec ¢
YANMHUTENSIMA (ONLMOHANbLHO)

Max. tyre diameter | MakcumanbHbIi AnameTp koneca
Max. tyre width | MakcumanbHas LWuMpuHa koneca
Power supply | HanpsibxeHve nutaHus
Hydraulic pump motor power | MoLHOCTb 3neKTpoaBUraTens rmapocTaHummn
Gearbox motor power /| MOLHOCTb NPUBOAHOINO 3MeKTpoaBuraTens
Operating pressure | Paboyee naeneHve
Bead breaker force | Ycunue ycTpoinctea oTxvma 6opTa LWnHbI
Net weight | Macca HeTTO
Max. Tyre Assembly weight | MakcumanbHas macca Korneca
FUNCTIONS - TEXHUWYECKOE ONMUCAHUE

Hydraulic movement of clamping chuck holding arm (up-down)
fmaponpvBoa NepeMeLLeHNst KOHCOMNW 3aXKMMHOTO YCTPOWMCTBA (BBEPX - BHU3)

Hydraulic travel movement of operating arm carriage (left-right)
MaponpuBoa nepemeLLeHns KapeTkn MOHTaXHO-AEMOHTaXHOTO MHCTPYMEHTa (BMEBO - BNPaBo)

Operating arm and clamping chuck arm tilting in same direction, working always with 90° angle

147 - 467
14" - 56"

2500 mm (98”)
1500 mm (58”)
400V 3ph - 2speed
3 kW

1,5/2,2 kW

160 bar (2320 psi)
37600 N

1470 kg

2000 kg

Mpy NO3NLMOHUPOBAHWM KONEeca, CUHXPOHHOE ABWKEHNE MOHTaXXHO-AEMOHTaXHOTO MHCTPYMEHTA W KOHCOMM 32)XMMHOFO
YCTPOMCTBA, MO3BOSISIET COXPAHUTL OMTUMASIbHBIN Yron paboTbl MHCTPYMEHTA MO OTHOLLEHMIO K korecy — 90°

Operating arm and clamping chuck arm travelling left-right simultaneously

B03MOXHO 0fHOBpEMeHHOe nepeMeLLieHre BNeBO — BNPaBO MOHTaXHO-AEMOHTaXHOrO MHCTPYMEHTa U KOHCOMMN 3aXXMMHOTO

ycTponcTea

Double tool (disk + finger) automatic rotation

YnpaeneHne CMEHON MOHTaXKHOTO MHCTPYMEHTa (ANCK OTXXMMa BopTa LKHBI + MOHTaXHbIN Nanew) NyTéM BpalleHus,

OCyLeCTBInAeTCA C MOGUMBHOW CTOWKMW, aBTOMAaTUYECKM.

Wheel clamping by fully hydraulic operated jaws
KpenneHuve koneca NocpeacTBOM rMApaBvyeckoro 3aXMMHOro YCTponcTBea

Operating arm automatic tilting and travelling on carriage

anaBneHme OTKITIOHEHWEM pblHara MOHTaXXHO-AEMOHTaXHOIMo MHCTPYMEHTa U nepemMeLlleHnemM BAOSb KapeTKu,

OCYLLECTBNSETCS C MOOWMbHOW CTOWKW, aBTOMaTU4ECKU.

All motions controlled by console and pedal box

Bce ABMKEHUSI KOHTPONMPYOTCS NOCPEACTBOM MOBUMBHOV KOHCONW YNPaBMeHWs C NeaanbHbIM yY3Mom

Emergency safety button on control console, for stopping all functions
3alnTHBIN BbIKNKOYATENb Ha KOHCONW YNPaBNEHWs AN aBapUtHON OCTaHOBKM paboTbl cTeHaa

Suitable for control console installation on pivoting arm (optional)

BoamoxHOCTb YCTaHOBKW KOHCOMN ynpaBneHnsa Ha NOBOPOTHOM pblyare (nOCTaBﬂﬂeTCﬂ ,D,OI'IO.ﬂHI/ITeJ'II:HO)

Rim center hole clamping range @ 80 - 1200 mm
MpenycMoTpeHo KpenneHne Konec ¢ AMaMeTpoM LeHTpanbHoro oteepctusi @ 80 - 1200 mm

Clamping chuck minimum height from ground 365 mm (center)
MuHumarnbHas paboyasi BbICOTa 3aXKMMHOTO naTpoHa - 365 MM (OT LieHTpa naTpoHa A0 3eMnu)

Suitable for remote control installation (optional)
Bo3MoxHa yCTaHOBKa CUCTEMbI AUCTAHLIMOHHOTO YNpaBneHus (Mo AOMOMHUTENBHOMY 3anpocy)

DIMENSIONS - PASMEPDI

1030 + 1870

STANDARD ACCESSORIES - CTAHOAPTHbIE KOMMNNEKTYOLWWNE




OPTIONAL ACCESSORIES FOR TRUCK &
HEAVY DUTY TYRE CHANGERS

AOMNOJNHUTENBbHBLIE AKCECCYAPbI ANnA LUIUHOMOHTAXHbIX
CTEHOOB N0 3AMEHE LUNAH N'PY30BbIX ABTOMOBUINEWN
N TAXENbIX TPAHCTNOPTHbLIX CPEACTB

TBSR

TUBELESS TYRES MOUNT/DEMOUNT ROLLER TOOL.
To fit and remove tubeless tyres by simply pushing the tyre sidewall inside the drop center and
out of the rim.

MOHTAXHbIV PONMUK /19 MOHTAXA / QEMOHTAXA BECKAMEPHbIX LLVH.
lNpenHasHaveH Ana MoHTaxa / AeMoHTaxa beckaMepHbIX LWWH NOCPEeACTBOM BO3AENCTBUA Ha
B6OKOBMHY LLUMHBI NO HAMPaBNEeHNI0 K MOHTaXKHOMY PYYblO AMCKa ANS AEMOHTaXa LUMHbI.

EXARM
ADDITIONAL TOOL HOLDING ARM.

Installed as an extra arm, it helps mount/demount operations on tubeless tyres by reducing
working time and effort.

AOMONHUTENBHBIN PBIYAT MOHTAXXHO-OEMOHTAXXHOIO MHCTPYMEHTA.
YcTaHaBnmBaeTcs B Ka4ecTBe JOMOMHUTENbLHOTO phlvara, 0brner4aetT MOHTaX / AEMOHTaX
6eckamepHbIX LUVH, COKpaLLaeT BpeMs, HeO6XOAMMOE A5 BbIMNOMHEHNS MOHTaXHO-
[AEMOHTaXHbIX paboT 1 ycunusa oneparopa.

DT
DOUBLE TOOL WITH BEAD LEVER.
Combined disk/finger tool, fits and removes tube tyres with extra help of tyre bead lever.

MOHTAXHO/OEMOHTAXHbIN MHCTPYMEHT, YKOMIMNIEKTOBAH MOHTAXHbBIMU
JIOMATKAMW. IHCTpYMEHT OCHaLLeH AMCKOM U MOHTaXHbIM NanbLeM Ansg MoHTaxa /
OEMOHTaXa KaMepHbIX LUMH, YKOMMIEKTOBAH MOHTaXHbLIMW flonaTkamu.

NJP

SET OF JAW RUBBER PROTECTORS FOR ALU WHEELS.
Four different types of rubber protectors (different size and thickness) to help clamping Alu
wheels with no risk of damage due to metal-to-metal contact.

KOMMNEKT PE3NHOBLIX MPOTEKTOPOB ANA ANIOMUHNEBLIX OUCKOB.

YeTblipe TvNa pe3aMHOBLIX NMPOTEKTOPOB Ha 3axXBaTbl, OTIIMYAIOLLMXCS MO pa3Mepy U TomLuHe.
Mo3BonsAOT KPEMUTL aNtOMUHMEBBIE OUCKM Pa3NMYHON TOMLWMHBLI 63 pUcka UX NOBPEXAEHNS
BBWAY OTCYTCTBUS KOHTaKTa MeXay MeTanimyeckumm YacTsamMy LUMHOMOHTAXXHOIO CTeHAa C
OEenVKaTHON antoMMHUEBON NMOBEPXHOCTLIO.

BGL

BEAD GUIDE LEVER.
Keeps further pressure on second bead of agriculture tyres when mounting them; works as a
manual bead depressor.

CMEUWVANBHBIV PBIYAT AN KONEC CENbCKOXO3ANCTBEHHbIX MALLWH.
Mpn MOHTaxe oKa3bIBaeT AOMNOMHMTENbHOE AAaBMNEHNE Ha BTOPOW OOPT LWKHBI, Nogo6eH
PYYHOMY MHCTPYMEHTY Ansi Npuxkmnma 6opTa LWnHbI.

DGC
SET OF 2 G-CLAMPS FOR TYRES WITH RETAINING RING.
To hold rim and bead retaining ring during bead breaking operation.

KOMIMNEKT N3 2-X MOHTAXXHbIX CTPYBUWH ONA KOJIEC C PASPE3HbLIM KOJNbLIOM.
Mo3BonsoT yOoepxusaTb BMecTe 0604 1 paspesHoe KOmbLO Npu oTKUMe B6opTa LKH.

AJP
SET OF 4 JAW PROTECTORS FOR ALU WHEELS.
Made by aluminum and covered in nylon, guarantee no direct jaw contact with ALU wheels.

KOMIMNEKT N3 4-X HAKINTAJOK HA 3AXBATbI AJ1A AITOMUHUEBBLIX ANCKOB.
Haknagku s antoM1HMS ¢ HEMNOHOBBLIM MOKPbLITUEM NMO3BONAT U3bexarb NPSMOro KOHTaKTa
3axBaTOB C MOBEPXHOCTLIO antOMUHUEBbIX KONECHBIX ANCKOB.




AGC
G-CLAMP FOR ALU WHEELS.
Made by aluminum and covered in nylon, guarantees no direct contact with ALU wheels.

CTPYBUUHA ONA ANCKOB N3 AJIIOMUHNA.
C1pybumHa 13 antoMUHNUS C HEMFIOHOBBIM MOKPLITUEM NO3BONSET U30eXaTb MPSAMOro KOHTaKTa
C MOBEPXHOCTBH aNFOMUHUEBBIX KONECHBIX ANCKOB.

CEX
SET OF 4 JAW CLAMPING EXTENSIONS.
Installed on standard jaws, extends the tyre changer clamping capacity from 46” to 56”.

KOMMMEKT U3 4-X YONVHUTENEN OUATIASOHA 3AXKMMA 3AXBATOB.
YcTaHaBnMBalTCA Ha 3axBaThl, yBENMMYMBAKOT AnanasoH 3axvuma ot 46” o 56”.

AD-PLATE

ADDITIONAL SUPPORT PLATFORM.
Reduces minimum distance between clamping chuck jaws and standard platform, to help
clamping rims without tyre assembled.

OOMOJIHNTENBHASA NMINATOOPMA.
Cokpallaet MUHUMarIbHOE PacCTOsHUE MeXaY 3aXBaTamu 3aXKMMHOTO NaTpOoHa U CTaH4aPTHOW
nnargopmon, obrneryaeT 3axmm gucka 6es LnHbI.

RCS
REMOTE CONTROL SET.
Replaces standard cables and enables all functions control by radio transmission.

KOMIMNEKT AnA AUCTAHLIMOHHOIO YTPABJTIEHUA.
3ameHsieT cTaHOapTHble kabenu, No3BOMSET ynpasnAaTb BCeMU (DYHKLMAMM NOCPeacTBOM
MHOrOKaHarbHOro paguo yrnpasieHus.
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Tel: 8-800-700-12-12 , E-mail: market@novgaro.ru
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